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Executive Summary 
The efficient movement of freight is vital to the economic competitiveness of the Twin Cities 
metropolitan area, and truck highway corridors comprise a key component of the regional 
freight transportation system, along with rail and intermodal facilities, riverport barge 
terminals, and air cargo facilities.  

This study sought to identify and prioritize the most significant regional truck highway 
corridors. It was conducted using a highly quantitative approach that took advantage of the 
best available data on truck transportation. These data were supplemented through interviews 
with industry professionals and ongoing input from a Technical Advisory Group (TAG). The TAG 
was comprised of representatives from the seven metropolitan counties, MnDOT, several 
municipalities, and private-sector practitioners and met four times during the study process. 

The study area highway network is shown in Figure ES- 1. 

Figure ES- 1: Study Area Road Network 

 

Source: Shapefile from MnDOT 
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Quantitative analysis of truck GPS data from study team member American Transportation 
Research Institute (ATRI), supported the finding that interstate highways, especially I-94, I-694, 
I-494, and I-35W, are the most highly used highways of all truck corridors in the metropolitan 
area. The interstate highway system is supported by a critical network of principal and minor 
arterials that serve to provide redundancy to the interstate system, as well as providing door-
to-door access to manufacturing facilities, distribution centers, intermodal freight hubs, and 
ultimately, retailers and customers. The ATRI data facilitated the analysis of a much more 
comprehensive road network than what would have been possible using traditional truck 
counts. 

Four freight-related sectors were identified on the basis of North American Industry 
Classification Standard (NAICS) codes: these were manufacturing, consumer goods, natural 
resources, and transportation and logistics. Analysis of highly granular business establishment 
data (from Infogroup USA, Inc.),  illuminated clusters of freight-generating businesses (by 
annual sales value) as shown in Figure ES- 2. Many of the top clusters are located in the older 
metro core, with others following the I-494/I-694 ring, and still others further afield in growing 
freight clusters such as Shakopee. 

Figure ES- 2: Map of Freight Clusters in the Twin Cities Area 

 

Source: CPCS Analysis of Infogroup Data, 2015. Freight facilities (in blue) provided by Met Council. 
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Corridors were evaluated across four factors including average annual truck volume, truck 
percentage of total traffic, proximity to identified freight clusters, and proximity to regional 
freight terminals (i.e., rail intermodal yards, riverport terminals and MSP airport). These 
variables were weighted according to a custom weighting scheme developed in consultation 
with the TAG. The results were validated with staff from each of the Counties and input on 
truck issues was also solicited through interviews with private-sector stakeholders. 

Corridors were assigned to one of three tiers, using a data-driven scoring procedure. Tier One 
includes more than 200 miles of interstate highways, reflecting the high significance of these 
corridors. However, the list of Tier 1 corridors is sufficiently expansive to also include more than 
300 miles of principal and minor arterials, many of which may serve as the important άƭŀǎǘ ƳƛƭŜέ 
connection to freight destinations. 

The tiered corridors are displayed graphically in Figure ES- 3. 

Figure ES- 3: Regional Key Truck Corridors, by Tier 

 

Source: CPCS analysis  
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The mileage breakdown by tier is shown in table form in Figure ES- 4: 

Figure ES- 4: Centerline Road Mileage by Corridor Tier 

 Interstate Principal Arterial Minor Arterial Total 

Tier One 211 227 108 546 

Tier Two 18 111 166 295 

Tier Three 0 95 290 385 

TOTAL 229 433 564 1226 

Source: CPCS analysis  

The Twin Cities region is not dominated by a single commodity or supply chain, as the industries 
served by shippers and carriers span the range from manufacturing to consumer goods 
distribution, and from natural resources to transportation logistics. Some supply chains are  
highly localized, while others more broadly include regional, state, national, or international 
sources and export destinations.  

The Twin Cities metro area serves as a distribution and agricultural consolidation hub for much 
of the Upper Midwest, and is home to a number of significant manufacturers. What these 
companies share is that their economic success in a competitive landscape depends on fast, 
efficient, safe, and reliable truck transportation. 

This Regional Truck Corridors Study draws attention to a number of locations on the Tier One 
corridors where performance issues such as truck delay or safety (i.e., truck crashes) have been 
identified as a concern in previous studies, but also focuses on off-interstate corridors that have 
not been the subject of recent analyses. Although this study was not intended to be a 
comprehensive analysis of truck freight performance issues and solutions, it proposes a simple 
toolkit of technical and policy solutions that should be considered in the development and 
implementation of projects to improve truck freight mobility and will, in turn, support the 
sustainabiƭƛǘȅ ŀƴŘ ŎƻƳǇŜǘƛǘƛǾŜƴŜǎǎ ƻŦ ǘƘŜ ǊŜƎƛƻƴΩǎ ŜŎƻƴƻƳȅ. 
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1Introduction 
 Background 

CPCS was retained by the Metropolitan Council (Met Council) to prepare a study on regional 
truck highway corridors in the seven-county, Twin Cities, Minnesota metropolitan area. The 
study identified key truck corridors through the application of various truck and industry/land 
use data sources. 

 Objectives 

As described in the Scope of Work, the purpose of the study is: 

To develop a better understanding of the most important highway freight corridors in the 
Twin Cities and to use this information to better inform highway investment decisions in the 
region. 

 Project Structure  

The project was developed in three broad phases, as set out in Figure 1-1. The present 
deliverable is the Final Report. 

Figure 1-1: Phased Approach to the Study 

 

The project structure was subsequently revised to consolidate Working Papers 4 and 5 into a 
single Working Paper 4 covering delay and safety. Working Paper 6 was rearranged, with the 
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component dealing with truck mobility solutions integrated into the new Working Paper 4, and 
the remainder consolidated into a Conclusions & Recommendations memorandum. 

 Purpose of this Study  

This study answered the following key questions: 

²Ƙŀǘ ŀǊŜ ǘƘŜ Ƴƻǎǘ ƘŜŀǾƛƭȅ ǳǎŜŘ ǘǊǳŎƪ ŎƻǊǊƛŘƻǊǎ ƻƴ ǘƘŜ wŜƎƛƻƴΩǎ tǊƛƴŎƛǇŀƭ ŀƴŘ !-Minor 
Arterials? 

¶ Where and when are truck volumes greatest? 

¶ When and where is truck mobility most problematic? 

What freight-dependent economic sectors are most impacted by mobility issues? 

¶ What are their major freight activity clusters (i.e. major truck traffic 
generators/destinations)? 

¶ Iƻǿ Řƻ ǘƘŜǎŜ Ƴƻōƛƭƛǘȅ ƛǎǎǳŜǎ ƛƳǇŀŎǘ ǘƘŜ ǇŜǊŦƻǊƳŀƴŎŜ ƻŦ ǘƘŜǎŜ ǎŜŎǘƻǊǎΩ ǎǳǇǇƭȅ ŎƘŀƛƴǎ 
and what is the implication for their competitiveness? 

What safety issues and geometry constraints negatively impact the performance of key 
freight corridors? 

What road inǾŜǎǘƳŜƴǘǎ ǿƛƭƭ ȅƛŜƭŘ ǘƘŜ ƎǊŜŀǘŜǎǘ ōŜƴŜŦƛǘ ŦƻǊ ǘƘŜ ǊŜƎƛƻƴǎΩ ŜŎƻƴƻƳƛŎ 
competitiveness and growth, and the quality of life of residents in the Twin Cities area more 
broadly? 

¶ What underlying data and analysis can best support and justify road investment 
priorities? 

¶ What, beyond investment in capacity or lane miles can help achieve the greatest 
performance out of existing key corridors (e.g. ITS, demand management approaches, 
etc.) 

 Methodology and Limitations 

CPCS used a data-driven approach, relying on data from MnDOT and ATRI, among other 
ǎƻǳǊŎŜǎΦ /t/{Ωǎ ŀǇǇǊƻŀŎƘ was also consultative, seeking feedback, input and validation from 
the Technical Advisory Group (TAG) as well as from Met Council. The TAG is a group consisting 
of representatives from each of the Counties, MnDOT, and private companies. The 
methodology for each stage of this paper is described in the relevant chapter and section.  

Part of the analysis in this paper relies on third party data. While CPCS took reasonable efforts 
to cross-check data sources where appropriate, CPCS cannot guarantee the accuracy of third 
party data. 
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2 Overview of Data Sources 
and Consultations 

 

 

 

 

 

 

 

 
 

 

  

Key Chapter Takeaways  

¶ This study was focused on the seven-county Twin Cities metropolitan area (plus small urbanized 
portions of Sherburne and Wright counties).  

¶ The study used an innovative method of estimating truck volumes on all principal and minor 
arterials in the metro ς ōȅ ƭŜǾŜǊŀƎƛƴƎ !¢wLΩǎ ƴŀǘƛƻƴŀƭ ǘǊǳŎƪ Dt{ ŘŀǘŀōŀǎŜ ŀƴŘ ǎŎŀƭƛƴƎ ǘƘŜǎŜ ǾŀƭǳŜǎ 
ǘƻ ƳŀǘŎƘ aƴ5h¢Ωǎ I/!!5¢ ǘǊǳŎƪ ǾƻƭǳƳŜǎΦ  

¶ This method took advantage of the main benefits of both sources: sample size 
comprehensiveness (MnDOT), and currency and geographic coverage (ATRI). 

¶ This study also used highly granular business establishment data provided by Infogroup USA to 
identify clusters of freight-generating businesses by each of four key regional economic sectors. 

¶ The highly data-driven approach was supplemented by interviews with industry practitioners. 
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 Introduction to Study Area 

2.1.1 Study Area 

This study focused on the seven-county, Twin Cities metropolitan area (Anoka, Carver, Dakota, 
Hennepin, Ramsey, Scott, and Washington Counties). At the request of the Met Council, 
portions of nearby Sherburne and Wright Counties were also included as they are a part of the 
official Census-derived, Twin Cities urbanized area. These rapidly growing sub-areas include 
several freight-dependent businesses. The study area is shown graphically in Figure 2-1. 

Figure 2-1: Study Area 

 

2.1.2 Study Area Road Network 

Figure 2-2 shows the road network considered and evaluated through the study. This study 
specifically focused on roads classified as Principal and Minor Arterials. The Federal Highway 
Administration (FHWA) defines three main functional classes of roads. Arterials are 
distinguished from collectors and local roads, which primarily provide access to communities 
and to arterial roads. Arterials are in turn segmented into Principal and Minor Arterials: the 
network of Principal Arterials largely overlaps with Interstate and National Highway System 
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(NHS) networks, while the network of Minor Arterials is more dense and more geographically 
extensive. 

Figure 2-2: Study Area Road Network 

 

Source: Shapefile from MnDOT 

 

 Overview of Literature and Data Sources 

2.2.1 Literature and Data Reviewed 

Literature Reviewed 

Several recent MnDOT and Met Council studies were reviewed in undertaking this study. These 
include: 

¶ Twin Cities Metropolitan Region Freight Study (Met Council/MnDOT, 2013) 

¶ Thrive MSP 2040 (Met Council, 2014) 
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¶ 2040 Transportation Policy Plan (Met Council, 2015) 

¶ Transportation System Performance Evaluation Report (Met Council, 2012) 

¶ Minnesota Statewide Freight System Plan (MnDOT, 2016) 

Data Reviewed 

The key data sources used for this study were as follows: 

¶ Heavy Commercial Annual Average Daily Traffic (HCAADT): estimates based on data 
collected by MnDOT through automatic traffic recorders (ATRs), weigh-in-motion (WIM) 
sites, and daytime vehicle classification counts.  

¶ Global positioning system (GPS) data for truck fleets from the American Transportation 
Research Institute (ATRI), a member of the study team.  

¶ Business establishment data available from Infogroup USA, a private company 
specializing in collecting and selling business and consumer data. 

¶ Other data from MnDOT, including crash data from the online Crash Mapping Analysis 
Tool (CMAT). 

2.2.2 Description of Data Sources 

These data sources are detailed in greater depth, including descriptions of their strengths and 
weaknesses: 

MnDOT HCAADT Volume Data 

In the Twin Cities, the best available truck count data are available from MnDOT. MnDOT 
defines truck volumes as Heavy Commercial Annual Average Daily Traffic (HCAADT). Within the 
study area there are 15+ ATRs collecting vehicle class data, and six WIM sites, both of which 
sources provide continuous data collection. These sources are supplemented with vehicle 
classification counts, which are non-continuous and scheduled in most cases once every six 
years. Unlike in the remainder of the state, counts in the Twin Cities area are conducted 
manually rather than by 48-hour tube count. The manual counts are 4-hour counts generally 
conducted from 9 AM ς 1 PM midweek.1 Although manual counts do not cover a full day, they 
have the advantage of enabling collection of not only axle spacing but also body type data. The 
data were collected between April and October, and recorded on an hourly basis. MnDOT uses 
data from its continuous counts to generate AADT and HCAADT estimates for these count 
locations. There are hundreds of these sites in the study area. 

!ƭǘƘƻǳƎƘ aƴ5h¢Ωǎ ŀƴƴǳŀƭ ŀǾŜǊŀƎŜ Řŀƛƭȅ ǘǊŀŦŦƛŎ ό!!5¢ύ Řŀǘŀ ŀǊŜ ǾŜǊȅ ŜȄǘŜƴǎƛǾŜ with respect to 
coverage, the availability of vehicle classification data is more restrictive. In general, truck 

                                                      

1 Consultations with MnDOT 
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volumes are available for the Principal Arterial highway network; however, coverage for the 
Minor Arterial network is quite limited. Figure 2-3 shows truck volumes on MnDOT TH (trunk 
highways) based on 2012 data.2 Although the counts also cover the interstate highways, these 
are removed from the map to emphasize the coverage on non-interstate corridors.  

Figure 2-3: MnDOT HCAADT and Truck Percentage on Twin Cities Arterials (Excluding Interstate Highways) 

 

Source: HCAADT from Minnesota Department of Transportation (2012) 

 

ATRI GPS Data 

The ATRI GPS data used for this study rely on real-time feeds from a large number of North 
American commercial vehicle fleets spanning the US, Canada and Mexico, and covering both 
large and small trucks. This includes over 100 million data points per day and covers nearly 4 
million miles of roadway in the US (for reference, the National Highway System comprises 

                                                      

2 2013 data are available online, but consultations with MnDOT indicated that the 2012 data are the most recent 
reliable source for truck volumes 
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approximately 160,000 miles). The data points are highly granular, enabling identification of 
flows along individual roadways or even within large freight facilities. Given the high temporal 
and spatial coverage, the ATRI GPS data are essentially a large-scale ǎŀƳǇƭŜ ƻŦ ǘƘŜ ƴŀǘƛƻƴΩǎ 
trucks. However, because not all trucks are included, these data can be used to estimate relative 
but not absolute truck volumes. !¢wLΩǎ Dt{ ŘŀǘŀǎŜǘ is somewhat more heavily weighted 
towards long-haul, intercity hauls, though all roads are covered. 

Compared to the National Performance Management Research Data Set (NPMRDS), which also 
uses ATRI truck data and is made available to states and metropolitan planning organizations 
(MPOs) as a tool for performance measurement, the data used in this study are collected 
continuously for custom road segment geographies, and unlike the NPMRDS go beyond the 
national highway system to cover Minor Arterials. 

Infogroup USA 

This study made use of Infogroup USAΩǎ repository of business establishment listings. The 
advantage of this data source is its geographical granularity as well as the ability to segment the 
businesses into key economic sectors. One disadvantage of this data source is the 
άƘŜŀŘǉǳŀǊǘŜǊǎ ǇǊƻōƭŜƳΣέ (i.e., in some cases employment or other data reflective of an entire 
company with multiple outlets is geocoded to a single location). The study team used its 
familiarity with this data source from past projects ǘƻ άǿŜŜŘ ƻǳǘέ ǎǳŎƘ ƘŜŀŘǉǳŀǊǘŜǊǎ ǳǎƛƴƎ ŀ 
ratio of employment to square footage and quick checks of Google Maps. This did not 
completely eliminate the problem, but this screening method was successful at identifying the 
largest such sources of bias. There were also a handful of notable establishments that were 
missing from the Infogroup database. The study team used its familiarity with the area as well 
as direct feedback from Met Council and Technical Advisory Group (TAG) members to manually 
add several notable missing facilities. 

Crash Data 

Truck crash data were obtained from MnDOT via its Crash Mapping Analysis Tool (CMAT).3 Data 
were obtained for the years 2010-2015 (inclusive), for all truck-related crashes. In other words, 
all crashes were included in the analysis if at least one of the vehicles was a truck. Excluded 
were crashes involving passenger vehicles (including pickup trucks) as well as other heavy 
vehicles such as buses (unless also involving one of the listed vehicles). 

 

 Stakeholder Interviews 

2.3.1 Overview of Stakeholder Interviews 

Stakeholder interviews were conducted to obtain qualitative information to inform the 
selection of key truck corridors during this study. These interviews complement rather than 
simply parallel the data-based analysis. Stakeholders were identified by examining the key 

                                                      

3 MnDOT CMAT: https://www.dot.state.mn.us/stateaid/crashmapping.html  

https://www.dot.state.mn.us/stateaid/crashmapping.html


FINAL REPORT  |   Regional Truck Highway Corridor Study   

  

 
  

|  9 

 

industries in the metro area, by obǘŀƛƴƛƴƎ ŎƻƴǘŀŎǘǎ ŦǊƻƳ aƴ5h¢Ωǎ roster of Minnesota Freight 
Advisory Committee members, and through reviews by Met Council and the TAG.  

The key corridors identified by the stakeholders, as well as issues of concern, are shown 
graphically in Figure 2-4. 

Figure 2-4: Stakeholder Interview Findings: Key Issues and Corridors

 

Source: CPCS presentation of stakeholder consultations 

Stakeholders span a variety of industries (manufacturing, consumer goods, natural resources, 
transportation and logistics) and also span a range in terms of commodities transported, 
equipment used, fleet size, and supply chain orientation (localized to global). The stakeholders 
consulted are identified in Appendix A along with a discussion guide that focused the 
interviews. All interviews were conducted over the phone.  

2.3.2 Physical Issues on the Key Truck Corridors 

Figure 2-4 also provides an overview of the issues and obstacles identified by stakeholders 
during consultations.  The physical issues generally fit within two categories, congestion and 
access, and are described in more detail below. Generally, stakeholders commented that the 
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transportation system in the seven-county Twin Cities region works well for their trucking 
needs, and they had relatively few complaints. 

Congestion 

Interstate congestion during the morning and afternoon peak hours was the most frequently 
cited issue by stakeholders. Most noted that while this recurring congestion is inconvenient, it 
was something they could plan around and calculate into their travel times. Congestion on I-
394 between TH 100, US 169, and I-494 was cited by several stakeholders as particularly heavy.  
Congestion in the north metro was also mentioned. One stakeholder noted that this congestion 
is a result of a poorly designed system that has too many cloverleaf interchanges (instead of fly-
overs) where the congestion is concentrated, and too many or too closely-spaced points for 
drivers to enter and exit the system. 

However, non-recurring congestion on Interstates and other roads, due to accidents and 
construction activity, was cause for greater concern for stakeholders, as it impacts the reliability 
of their shipments.  One company, noted that they have key performance measures they hold 
their contract carriers to. When critical parts do not arrive on time for assembly, their 
production slows and carriers risk not meeting their contract requirements.  Several consultees 
noted that advanced information on construction activity, travel times and rerouting options 
would be helpful.  In some cases drivers are able to re-route themselves around congested 
points in the system, in other cases they must defer to the directions provided by a dispatcher 
and cannot reroute out of congestion on their own. 

Congestion was also cited in the context of suburban growth. For one company, their excavation 
pits have been located historically in rural areas.  Today these pits are in the same locations 
they have always been, but residential development has been growing around them.  This is 
particularly true in the northwest metro in Sherburne County.  Congestion in the morning has 
ƛƴŎǊŜŀǎŜŘ ǎƛƎƴƛŦƛŎŀƴǘƭȅ ŘǳŜ ǘƻ ŀǊŜŀ ǊŜǎƛŘŜƴǘǎΩ ǊǳǎƘ ƘƻǳǊ ŎƻƳƳǳǘŜǎΦ  IƻǿŜǾŜǊΣ ŀ ŎǊƛǘƛŎŀƭ ƛǎǎǳŜ ƛƴ 
rural areas is that there is a lack of alternative routes.  Therefore, trucks and autos all use the 
same few routes at exactly the same time, which exacerbates the level of congestion. 

Access 

Freight facility access, or the ability for trucks to get to where they need to go efficiently, was 
the second most cited concern of stakeholders.  There were five distinct locations where access 
concerns arose, as described below. 

Shoreham Yard: The Midwest Shippers Association noted that a blocked crossing at Canadian 
PacificΩǎ (CP) {ƘƻǊŜƘŀƳ ¸ŀǊŘ ƛǎ ŀ ŦǊŜǉǳŜƴǘ ŎƻƴŎŜǊƴ ƻŦ ǘƘŜƛǊ ƳŜƳōŜǊǎΦ  /tΩǎ ƻǿƴ ǘǊŀŎƪ Ŏrosses 
the truck access road (30th Ave NE) to the intermodal facility from University Ave NE (TH 47). At 
times trucks may be blocked from entering or exiting the yard due to a CP train occupying the 
crossing. The truck delays noted as a result of the blocked crossing range from short to extreme, 
including one driver who was blocked both entering and exiting the facility, that resulted in a 6-
hour facility round trip.  When the crossing is blocked, trucks queue onto 4th Street NE and may 
also spill onto University Avenue. There have been some reports that the queue can be 1-mile 
long on University Ave (one halfmile both north and south of 4th Street NE).  Access to this 
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facility is unpredictable and can cause trucking companies to incur high costs due to truck 
delays.  One company noted that they are considering a $15 surcharge to their customers to 
help defray the cost of accessing the CP yard.  The spillover traffic onto University Avenue is 
also a safety issue, as space has not been allocated to accommodate the long truck queues on 
the highway. 

Lack of Alternative Routes: Lack of alternate routes for trucks was identified in two contexts: 
first for those shippers that have suburban development sprouting up around them (previously 
noted in congestion subsection), and second for those accessing intermodal and port facilities.  
Access to the Shoreham Yard was noted above as a standout issue, but the Port of St. Paul is in 
a similar situation with few routes to access the port complex, terminals with a single point of 
entry, and at-grade rail crossings at terminal locations.  The Port notes that this configuration is 
very problematic, and causes unpredictable delays for the businesses located there. 

Port of Minneapolis: The second issue relates to the closing of the Port of Minneapolis. 
Aggregate Industries had extensively used the port, but with the closing of the St. Anthony locks 
in 2014, must now use trucks, as transporting aggregate by barge is no longer an option. This 
has had a big impact on their business bottom-line and has resulted in a significant increase in 
truck traffic.  They previously shipped four barges per day to a customer facility, filling each with 
1,200 tons of aggregate. They calculate that this now equates to 192 trucks on the road to meet 
customer needs. 

US-52 in Rosemount: US-52, south of St. Paul, has been cited by several stakeholders as a critical 
route.  This is the location of Flint Hills Resources, other thriving industries, as well as dispatch 
hubs for several local trucking companies including Bay & Bay Transportation, CHS, Wayne 
Transport, and B&R Cattle and Trucking. The intersections in the vicinity of US-52/145th/140th 
Streets were called out as problematic due to the high truck turning volumes and absence of 
traffic signals.  Trucks frequently make U-turns on the road to access destinations. One 
stakeholder noted that roundabouts have been proposed as a traffic control mechanism at the 
145th Street interchange and deemed that an inappropriate solution given the heavy truck 
volumes in the area.  

Truck Parking: Last, truck parking was mentioned by one stakeholder as a need for their long-
haul drivers making their way back to the Cities. there is an existing truck parking facility on I-
35 near Lakeville, however it is under-sized.  The demand for parking is much greater than what 
is provided, and a stakeholder noted the facility needs to be expanded or another facility 
ǇǊƻǾƛŘŜŘΦ  !ƭǎƻ ǎŜŜ άHours of Service (HOS) Requirements and Electronic Loggingέ ƛƴ ǘƘŜ 
following subsection related to concern for the need for additional truck parking in the future. 

Policy/Regulatory Issues and Obstacles for Trucking  

Several policy/regulatory issues were mentioned by a few stakeholders consulted. One 
stakeholder did note that while it is good for Met Council to be aware of these issues, they are 
not optimistic it will lead to change as most trucking regulations are governed by Federal law.  
The identified regulatory issues are briefly described below. 
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Truck Driver Shortage: In recent years, there has been a nation-wide truck driver shortage.  In 
the Twin Cities the companies that operate entirely within the region did not indicate shortages 
as an issue, but those with a long-haul focus and tight tolerance for delivery indicated that 
finding good drivers is a challenge. As an example, one consultee is currently working through 
negotiations with their contract carriers and the carriers are demanding wage increases be part 
of any new agreement as this is essential for, at a minimum, attracting new truck drivers.  It 
may also help with retaining existing workforce.  Another consultee noted that the driver 
shortage tracks with the economy ς currently the economy is not doing as well as it has in the 
past, so the company has sufficient drivers for their needs.  They acknowledge drivers will be in 
ƴŜŜŘ ŀǎ ŎǳǊǊŜƴǘ ǿƻǊƪŦƻǊŎŜ ǊŜǘƛǊŜǎ όŀǾŜǊŀƎŜ ŘǊƛǾŜǊ ŀƎŜ ƛǎ ƛƴ ǘƘŜ ƳƛŘπрлΩǎύ ŀƴŘ ǿƘŜƴ ǘƘŜ ŜŎƻƴƻƳȅ 
improves. They also note that pay will have to go up for drivers in the future to attract and 
retain the workforce. 

Hours of Service (HOS) Requirements and Electronic Logging:  Several consultees noted that 
meeting HOS requirements is challenging, and that the requirements need to be revisited.  
Trucking companies are not necessarily seeking additional hours for trucks on the road, but 
would prefer some common-sense modifications. As an example, HOS currently require drivers 
to limit their day to 14 hours with 11 hours of driving.  Typically, truckers have to load their 
trucks ς ǘŀƪƛƴƎ мπо ƘƻǳǊǎΦ ¢Ƙƛǎ ƳŜŀƴǎ ǘƘŀǘ ƛƴ ŀ мпπƘƻǳǊ Řŀȅ ǘǊǳŎƪŜǊǎ ǿƛƭƭ ƴŜŜŘ ǘƻ ŘǊƛǾŜ мм Ƙƻurs 
straight to be able to maximize time under requirement. This lengthy drive is deemed unsafe 
by some, and one consultee tells its drivers that if they are tired and need to sleep in that 11 
hour window that they should. Previously drivers could work, take a 4 hour break between 
customers and then drive again.   

To ensure drivers and companies are complying with HOS requirements, beginning in December 
2017 drivers will be required to electronically log their hours; equipment to accomplish this 
must be included in the cab.  As an example, one consultee has devices for all their cabs utilizing 
PeopleNet. The company notes that in order for drivers to log their activity they will need to 
pull over.  While truck parking is not an issue today, it may become an issue as drivers will need 
to find safe areas to do their documentation. 

Aggregate Fee: Second, the State legislature passed a bill that allows counties to charge a fee 
to companies hauling aggregates due to the damage that they place on road.  This is a common 
practice, and all companies that haul this commodity have to pay. That is, currently there is a 
level playing field: no matter where in the state one operates one will pay the fee (typically 15 
cents/ton that goes to the county road fund).  These fees are generally passed on to customers.  
However, cities and other communities in the 7-County Twin Cities region are beginning to 
(inconsistently) charge additional fees, as well as require companies to pay for access and other 
infrastructure improvements.  Industry opposes these actions and new, inconsistent fees. 

Land Use: Third, a few issues were cited that generally relate to land use. 

¶ Conditional use permits. A municipality may choose to issue a conditional use permit for 
certain types of developments, resulting in land development in that area that is more 
closely regulated than others, so it can be more compatible with other surrounding land 
uses. One stakeholder noted that in the community where they operate, a conditional 
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use permit prevents them from working during their preferred hours of operations.  
Today their operations begin at 7 AM, but they would like to start by 5 or 6 AM so they 
can avoid the morning rush hour.   

¶ Connecting land use and transportation. In the previous section it was noted that 
developing the rural areas without providing sufficient infrastructure was leading to 
serious congestion issues for one business.   

Another business notes that at times it does not appear there is an appreciation for the 
impact transportation improvements will have on land use and vice versa, with the US-
169 Bridge over the Minnesota River provided as an example. In this case, huge 
increases in traffic on US-169 through Eden Prairie, Bloomington and Edina were 
unanticipated, and the system was inefficient and congested for 10 years until a solution 
could be constructed. Developments must better take into account transportation 
system requirement, and transportation system planning must more fully consider how 
improvements may spur growth. 

Public Processes: Last, one stakeholder noted that the current system for transportation 
planning, design, funding and operations is muddled and ineffective. In the Twin Cities too many 
stakeholders are part of these processes and provide input that dilutes good projects, delays 
them, and adds significant costs to a final result that is outdated by the time of its opening.  One 
stakeholder noted that iƴ ǎƻƳŜ ŎŀǎŜǎ ǘƘƛǎ Ƴŀȅ ǊŜǎǳƭǘ ƛƴ ŀ ǎƻƭǳǘƛƻƴ ǘƘŀǘ ŘƻŜǎƴΩǘ ŀƭƛƎƴ ǿƛǘƘ ǘǊǳŎƪ 
configurations. An example of this is a roundabout that is difficult for trucks to navigate.  
Another stakeholder cited the need to focus more on projects and funding that provide last 
mile connections to allow for more predictability and reliability in travel times.  Yet another 
stakeholder suggested that to benefit industry MnDOT should change their approach to 
construction activity; industry would much rather have a roadway closed entirely for a full week 
to get the job done, than have to live through 6 months of construction. All stakeholders noted 
that it will be a challenge to be able to effectively move forward with projects that can truly 
provide benefits to industry. 

 

 Meetings with Counties 

As part of this study, Met Council conducted individual meetings with each of the 7 Counties in 
the metropolitan area. In addition to validating the key corridors, the Counties also related 
some of the specific truck and freight issues in their jurisdictions, which are described in Figure 
2-5. 

Figure 2-5: Issues Identified in County Meetings 

County Issue Identified 

Anoka County Much aggregate and industrial development (refuse/dry fuel plant) in 
Sherburne County near US 10 NW of US 169 

Carver County ¶ US 212 is the most important corridor for movement of freight 

¶ Capacity along U.S. 212 (many, 2-lane segments) create issues for 
trucks due to lack of lane continuity, substandard shoulders, and 
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safety issues when trucks have mechanical issues or when slow-
moving vehicles take up the roadway. Also, oversized loads cannot 
get permits to operate on narrow segments of this corridor 

¶ Sub-standard sections along Lyman Blvd in Chanhassen does 
create some congestion during peak traffic hours, as well as lack 
of areas to pull off the roadway and tight turn movements at 
intersections. 

¶ High traffic volumes and sub-standard shoulders also found on 
CSAH 10 between Waconia and Chaska, and TH 5 between Chaska 
and Victoria. 

Dakota County ¶ There are issues with access to Port of Savage from TH 13; the 
Washburn signalized intersection may need grade separation 

Hennepin County ¶ CSAH 101 in Rogers area is experiencing much growth north and 
south of I-94 

¶ Marshall Ave in Minneapolis and Nicollet Ave in Bloomington are 
also important corridors 

¶ There is a lack of redundancy in the 10-ton network in the Lake 
Minnetonka area. When one road is under construction there are 
major impacts 

Ramsey County ¶ Rice St near the I-694 interchange is an important last-mile 
connection to a manufacturing area 

¶ I-35W interchanges with I-694 and with TH 36 are problem spots 
for truck traffic 

¶ Turns to and from University Ave are challenging for trucks, 
especially between Snelling Ave and Vandalia St.  

¶ There may be signal timing issues on County Road D near I-35W 
and CSAH 88 

Scott County ¶ Important corridors include US-169, TH 13 

¶ On US-169 between CR 14 and CR 69:  many high-truck volume 
entry points occur. These are unsignalized intersections or 
driveways and have some safety concerns to general traffic due to 
slow movements and possibly, inadequate turn radii. 

¶ US 169 interchanges at CR 21 and CSAH 101 are problematic 

Washington County ¶ I-694/494/94 interchange has systemic congestion on SB to EB 
clover ramp due to trucks having to travel very slowly. This causes 
major back-ups to general traffic. MnDOT has project 
programmed to reconstruct the ramp 

¶ Roadway connection to Grey Cloud Island aggregate site (CR 75 
north to 61) through St Paul Park 

¶ TH 36 will become a more active truck route once new St Croix 
Bridge to Wisconsin is completed 

¶ Manning Ave n/of 94 may see more trucks.  

¶ BNSF recently purchased land s/of 61 7 just n/of Grey Cloud Island 
township for a transfer facility; will need to improve access roads 
from 61 in that area 

Source: Met Council discussions with County representatives  
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3 Key Truck Freight Corridors 
in the Twin Cities Region 

 

 

 

 

 

 

 

 
 

 

  

Key Chapter Takeaways  

¶ An initial screening of highways eliminated principal or minor arterials with low truck volumes  

¶ The remaining roads were evaluated on four factors: annual average truck volume, truck 
percentage of total traffic, proximity to freight clusters, and proximity to regional freight 
terminals (i.e., rail intermodal yards and riverport terminals) 

¶ Corridors were assigned to one of three tiers based on a customized weighting scheme 
developed with direction from the TAG 

¶ This study identified the most significant truck freight corridors regionally; it does not define a 
comprehensive detailed network nor does it capture every local roadway that may provide 
access to important local freight destinations 
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 Criteria for Identifying Truck Corridors 

3.1.1 Study Objective 

The objective of this phase of the study was to identify key regionally important truck freight 
corridors in the Twin Cities metropolitan area, from among principal and minor arterials.  

This study was ƴƻǘ ƛƴǘŜƴŘŜŘ ǘƻ ŘŜŦƛƴŜ ŀ ǘǊǳŎƪ ŎƻǊǊƛŘƻǊ άƴŜǘǿƻǊƪέ όƛΦŜΦ ŀƴ ƛƴǘŜǊŎƻƴƴŜŎǘŜŘ ŀƴŘ 
planned system of designated truck corridors). Corridors were not systematically evaluated on 
the basis of their suitability for truck traffic in terms of road design, bridge clearances, network 
routing, land use planning, or other such principles.4 In other words, the study focused not on 
the supply of truck routes, but rather the demand (i.e. asking which roads are actually used and 
most relied on by truck operators, in practice). 

The study focused regionally and was not intended to capture all roads that may have local 
freight significance (e.g., local roads, private roads, or short arterial road segments of less than 
one mile that provide access to freight facilities).  

3.1.2 Long List of Criteria 

The research team identified the initial criteria and refined them based on feedback from the 
Technical Advisory Group (TAG). The research team then developed four variables for 
quantitative evaluation. Two of these were truck usage variables: 

¶ Annual average truck volumes 

¶ Truck percentage of total traffic 

The other two variables were ǊŜƭŀǘŜŘ ǘƻ άƭŀƴŘ ǳǎŜέΥ 

¶ Proximity to existing freight clusters 

¶ Proximity to regional freight terminals 

Relating to other potential criteria, the research team identified the following approaches 
detailed in Figure 3-1. 

Figure 3-1: Potential Criteria 

Potential Criterion Approach Selected 

Truck Volume Variables - Truck volume and truck percentage are included as variables and 
detailed in the next section 

Land Use Variables - Proximity to freight clusters and proximity to freight facilities are 
included as variables and detailed in the next section 

Roadway Functional 
Classification 

- ¢ƘŜ ǎǘǳŘȅ ŎƻƴǎƛŘŜǊǎ ǘƘŜ ǊŜƎƛƻƴΩǎ ǇǊƛƴŎƛǇŀƭ ŀƴŘ ƳƛƴƻǊ ŀǊǘŜǊƛŀƭǎΣ ƛƴŎƭuding 
all interstate highways and other freeways, and is not extended to local 

                                                      

4 A later phase of the study looks at truck issues, including road geometry, for certain segments on key corridors 
where performance issues have been identified. However, these are not systematically evaluated as a scoring 
criterion for defining key corridors. 
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Potential Criterion Approach Selected 

roads. Although some local roads may be important local freight 
corridors in some cases, they were deemed too small for consideration 
as regional freight corridors.  

- Interstates are included as candidate regional freight corridors because 
of their importance in regional freight transportation, but were not 
selected as candidates for further study or analysis due to the significant 
operational, traffic management, and project development focus these 
corridors already receive 

- The study team applied the same weights and considerations to all 
corridors irrespective of functional classification. This was considered to 
produce the most technically sound results, reflecting how corridors are 
being used today 

Connectivity - Connectivity was not explicitly considered as the objective of the study 
ƛǎ ƴƻǘ ǘƻ ŘŜǎƛƎƴŀǘŜ ŀ ŦǊŜƛƎƘǘ άƴŜǘǿƻǊƪΣέ ōǳǘ ǊŀǘƘŜǊ ƛŘŜƴǘƛŦȅ ǘƘŜ Ƴƻǎǘ 
important corridors. However, at the micro scale certain adjustments 
were made (particularly in response to comments from County 
representatives) so that corridor definitions would reflect actual usage 
(for example, capturing the connection to an interstate highway) 

Redundancy and 
Geographic Coverage 

- Geographic coverage was not considered as a criterion, in the sense of 
allocating certain mileage among geographic divisions, since the 
primary objective is to identify through a data-driven approach the most 
significant regional freight corridors regardless of location. Redundancy 
was not explicitly considered, although in some cases it has been noted 
when pointed out by county representatives 

Regulatory Factors - Factors like bridges, posted speeds, and pavement adequacy were not 
considered since the goal was ƴƻǘ ǘƻ ŘŜǎƛƎƴŀǘŜ ŀ άƴŜǘǿƻǊƪέ ōǳǘ ǘƻ 
represent how trucks are actually using the system. One interstate 
highway was not included as a candidate corridor (I-35E immediately 
south of downtown St. Paul) as this is a designated parkway where 
trucks are specifically prohibited 

Performance Issues - Performance issues related to safety and congestion were not 
considered in identifying regional freight corridors. Instead, these were 
considered at a later stage in assessing the performance of the most 
important freight corridors (detailed in a subsequent Working Paper) 

 

3.1.3 Description of Evaluation Criteria 

Truck Volume 

Truck volumes are defined as heavy commercial annual average daily traffic (HCAADT), as 
compiled and disseminated by MnDOT. As the MnDOT coverage for HCAADT data did not 
extend to all roads under consideration in this study (notably many Minor Arterials), the data 
ǿŜǊŜ ǎǳǇǇƭŜƳŜƴǘŜŘ ōȅ άǇŀǊǘƛŀƭ ǾƻƭǳƳŜέ Řŀǘŀ ŦǊƻƳ !¢wL ƻōǘŀƛƴŜŘ ǳƴŘŜǊ ŀ Řŀǘŀ ƭƛŎŜƴǎŜ ǎǇŜŎƛŦƛŎ 
ǘƻ ǘƘƛǎ ǇǊƻƧŜŎǘΦ ¢ƘŜ Řŀǘŀ ŀǊŜ άǇŀǊǘƛŀƭέ ƛƴ ǘƘŜ ǎŜƴǎŜ ǘƘŀǘ !¢wLΩǎ Řŀǘŀ ǊŜǇǊŜǎent a large but not 
complete sample of the trucks on the road. 

The combination of the two sources was as follows. The research team scaled up the ATRI 
volume data from October 2015 by an appropriate factor (multiplier) based on a comparison of 
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ATRI volumes and MnDOT volumes for those arterials for which both data sources were 
available. The comparison was performed on a Highway Performance Monitoring System 
(HPMS) segment basis, reflecting a centerline network. Truck volumes were normalized 
according to the length of the segment and were not assigned twice to the same segment. 
Trucks were assigned to the nearest segment of the entire roadway network, with a buffer of 
50 feet. This process resulted in a synthetic truck volume reflecting both HCAADT and ATRI data.  

This is by no means a perfect method, because MnDOT and ATRI data are not directly 
comparable. In addition to the very different collection methodologies and the fact that ATRI 
volumes are scaled up from a sample, it should be noted that the ATRI data are for one full 
month of observations (October 2015), whereas MnDOT volumes are mostly scaled up from 4-
hour peak counts and from 2012 or years prior (HCAADT is not collected every year). The ATRI 
data set may also underrepresent certain types of vehicles compared to others ς for example 
concerns were raised by the TAG about whether aggregate-related traffic is fully captured.  

Despite these shortcomings, the combination of ATRI and HCAADT data is likely the best 
available method (short of expanded truck counts) of evaluating Minor Arterials in terms of 
truck volumes. Specifically, it leverages the primary advantage of the MnDOT data 
(comprehensiveness in terms of capturing a full sample of trucks), as well as the primary 
advantage of the ATRI data (recentness and geographic coverage). To make best use of both 
datasets, the approach taken was to use HCAADT data for interstates, and to use the maximum 
of HCAADT and scaled ATRI data for other segments (obviously where no HCAADT are available, 
the scaled ATRI data are used). 

In a few cases (several dozen segments), Counties were able to provide specific truck count 
data, such as data obtained from specific projects. These data were found to be not directly 
comparable to the HCAADT data, because the latter is seasonally adjusted and reflects the 
average over all days of the year, whereas the former may only reflect the time it was collected. 
These data were integrated by scaling the county volumes downward (under the assumption 
that collectively (i.e. over all sites) the county and leveraged ATRI volumes should be equal), 
and selecting the maximum of the two results for each individual segments (thus increasing the 
volume on a few corridors where the ATRI data were particularly low). 

Truck Percentage 

Truck volumes as a percentage of total vehicular annual average daily traffic (AADT) was the 
second variable considered. Volumes were defined as in the preceding subsection, and AADT 
was taken from the HPMS layer (which in turn relies on data provided by MnDOT).  

Proximity to Freight Clusters 

The study team along with Met Council identified four key freight-generating sectors: 
manufacturing, natural resources, transportation and logistics, and consumer goods (including 
retail and most wholesale trade). Business establishment data were segmented into sectors on 
the basis of their North American Industry Classification System (NAICS) code. With all freight-
generating establishments identified, their sales of freight-generating establishments (as a 
proxy for value of freight hauled by truck) was mapped and GIS kernel density analysis was used 
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to identify concentrations of freight-generating activity. The highest intensity areas were 
ŘŜƴƻǘŜŘ ŀǎ άŦǊŜƛƎƘǘ ŎƭǳǎǘŜǊǎΦέ ¢ƘŜǎŜ ǿŜǊŜ ŀǊŜŀǎ ǿƛǘƘ ŀ ƘƛƎƘ ƛƴǘŜƴǎƛǘȅ ƻŦ ŦǊeight-generating 
establishments overall, plus those with a relatively high intensity in any one of the four 
identified sectors individually. The use of sales (an economic measure) for freight clusters 
counterbalances the use of truck volumes (an economically neutral measure) in the first two 
variables. 

Proximity to Regional Freight Terminals 

Regional freight terminals were defined based on the key freight intermodal facilities identified 
ƛƴ ǘƘŜ /ƻǳƴŎƛƭΩǎ long range Transportation Policy Plan. These facilities include rail intermodal 
terminals, riverport terminals, and MSP airport. Each of these terminals was near an existing 
identified freight cluster as well. Thus, the effect of including freight terminals is to give them 
extra weight to reflect their importance as key locations for transporting goods.  

Figure 3-2 shows a heat map of freight-generating land uses (all sectors) in the Twin Cities area, 
overlaid with key freight terminals. ¢ƘŜ ƛƴǘŜƴǎƛǘȅ ƻŦ ǘƘŜ άƘŜŀǘ ƳŀǇέ ǊŜŦƭŜŎǘǎ ōƻǘƘ ǘƘŜ ǎƛȊŜ όƛƴ 
value of sales) of establishments and the number of relevant establishments in proximity to one 
another. 

The largest and most significant cluster is in and around Minneapolis, driven largely by 
consumer goods and manufacturing. However, there are a number of additional local clusters, 
many situated along, or at the confluence of, multiple freight corridors. The map shows major 
suburban clusters around the I-35E/I-494 interchange around Eagan, the I-494 corridor around 
Edina, and the MN-55/I-494 interchange at Plymouth, among others.  

Appendix B contains additional freight cluster maps for the four primary freight-generating 
sectors in the Twin Cities region. 
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Figure 3-2: Map of Freight Clusters in the Twin Cities Area 

 

Source: CPCS Analysis of Infogroup Data, 2015. Freight facilities (in blue) provided by Met Council. 

 

3.1.4 Initial Screening and Corridor Definition 

Initial Screening 

The first step was an initial screening of all Principal and Minor Arterials on the basis of road 
segments, which are short stretches of road (typically well under 1 mile, but of varying lengths 
due to factors such as intersection spacing). In the initial screening step, segments were 
compared on the basis of truck volume and truck percentage. The objective of this step was to 
remove from consideration road segments falling below certain thresholds. In other words, in 
spite of their other redeeming characteristics (such as proximity to clusters), these roads simply 
do not move much freight and thus cannot be considered to function as regional freight 
corridors. By limiting the subset of road segments in this way, the road network for further 
consideration was made more manageable. 
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A road segment was considered to pass the initial screen if it exceeded at least one of the 
following thresholds: 

¶ Average daily truck volume >= 300 

¶ Average daily truck volume >= 200 and Truck percentage >= 10% 

The thresholds were set based on discussions with Met Council and the TAG. The purpose of 
setting two screening levels to qualification was to include some roads that may have somewhat 
lower absolute truck volumes but where freight traffic is a large percentage of total traffic, such 
ŀǎ ƛǎ ǘƘŜ ŎŀǎŜ ƛƴ ǘƘŜ ǊŜƎƛƻƴΩǎ ƻǳǘŜǊ ǎǳōǳǊōŀƴ ŀƴŘ ǊǳǊŀƭ ŀǊŜŀǎΦ 

Corridor Definition 

The short segments passing the initial screening were combined longitudinally to form 
corridors. The objective was to keep the total number of corridors within a reasonable range 
while ensuring broad homogeneity within corridors. Specifically, corridors were defined based 
on: 

¶ Broadly consistent (i.e. non-variable) truck volumes throughout the corridor 

¶ Natural breaks as end points, such as interchanges with larger roads or roads with 
significant truck volumes 

¶ Presence of multiple segments on a single corridor extending at least 1 mile in total (i.e. 
short, unconnected/geographically isolated segments are rejected). Although some of 
these roads may be significant for freight transportation, the micro-scale required to 
properly identify these segments was beyond the scope of the project) 

This step was performed using an automated process. In some cases, the corridor definitions 
were later modified manually (for example, TH 55 at I-494 in Eagan where TH 55 does not 
physically have an interchange with the intersecting interstate).  

A map of corridors (and remaining segments that were not aggregated into corridors) passing 
the initial screening is presented as Figure 3-3.5  

 

                                                      

5 bƻǘŀōƭȅ Ƴƻǎǘ ƻŦ ǘƘŜ άǎƘƻǊǘ ǎŜƎƳŜƴǘǎέ ǘƘŀt appear longer than 1 mile, such as I-35E near St. Paul, are ones that 
were initially classified as corridors but were manually removed based on feedback from the TAG or Met Council. 
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Figure 3-3: Corridors Passing Initial Screening 

 

3.1.1 Corridor Scoring 

Detailed Description of Scoring Scheme 

The two volume variables and two land use variables were used to score corridors. The technical 
details of the scoring process for each variable are detailed in Figure 3-4: 

Figure 3-4: Technical Application of Scoring Process 

Variable Scoring 

Truck Volume Scored linearly as a function of truck volumes, normalized to a scale of 0-100 based 
on the minimum and maximum values.  

(100 = 10,674 HCAADT, 1 = 206 HCAADT. Note that in some cases short segments 
that did not pass the screening were included if they were part of a corridor where 
the large majority of segments did pass the screening. For example if out of 10 
consecutive segments 8 qualified and 2 did not, all ten were included so as to 
ensure the corridor maintained continuity.) 
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Truck Percentage Scored linearly as a function of truck percentage, normalized to a scale of 0-100. 
100 is set to 30% trucks/total vehicles. In a limited number of cases truck 
percentage exceeds 30%; however, 30% was roughly the high range of credibility 
based on an analysis of the available data, and thus was set as the maximum. For 
practical purposes this means that corridors with truck percentages exceeding 30% 
ƎŜǘ ǘƘŜ ƳŀȄƛƳǳƳ ǎŎƻǊŜ ŀƴŘ ƴƻ άŜȄǘǊŀ ǇƻƛƴǘǎΦέ 

(100 = 30%, 1 = 0.98%) 

Proximity to Freight 
Clusters 

Scored as a distance to a polygon, where the polygons represent the clusters. There 
are two components: first, the minimum distance of any segment within the 
corridor to any part of the nearest polygon. Second, the average distance of 
segments within the corridor to any part of the nearest polygon. These two 
distances are scored 0-100 (representing minimum and maximum scores) and then 
averaged. The use of the average measure ensures that a corridor passing through 
many clusters has a higher score than a corridor with a cluster only on one end. 
The use of the minimum measure ensures that long, outlying corridors do not 
obtain a low score despite the presence of a cluster on the corridor. The 
combination of these two measures ensures a compromise between these 
objectives. 

Proximity to Freight 
Facilities 

Scored as a distance to a point, with the points representing facilities. The distance 
is the minimum distance of any segment within the corridor to the freight facility. 
100 is assigned for corridors within 0.5 miles of a regional freight facility; the score 
declines linearly as distance increases.  

 

Unweighted Corridor Scores 

Each of the corridors was scored according to the four variables on a scale of 0-100 as described. 

The corridors were classified into five categories, based on the natural breaks of the scores. All 
corridors, regardless of functional classification, were compared on the same scale. However, 
in the maps below interstate corridors have been grayed out, so as to draw more attention to 
off-interstate corridors. 

Truck Volume 

As shown in Figure 3-5, aside from interstate highways which are not shown, truck volumes are 
highest on non-interstate freeways and expressways, such as US-10, US-52, US-169, and TH 13 
ŀƳƻƴƎ ƻǘƘŜǊǎΦ ¢ƘŜǎŜ ŎƻǊǊƛŘƻǊǎ ŀǊŜ ƘƛƎƘƭȅ ŎƻƳǇƭŜƳŜƴǘŀǊȅ ƻŦ ŀƴŘ ŀŎǘ ǎƛƳƛƭŀǊƭȅ ǘƻ ǘƘŜ ǊŜƎƛƻƴΩǎ 
interstate highways. 
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Figure 3-5: Truck Volumes

 

Source: CPCS analysis of MnDOT and ATRI data 
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Truck Percentage 

As shown in Figure 3-6, truck percentage is highest on certain routes in the rural areas of the 
study. This is likely due to the fact that, in general, these routes have lower overall traffic 
volume, compared to routes in urban areas. Truck percentages are also high on corridors near 
certain transportation facilities, such as the BNSF Midway Intermodal Hub in St. Paul. 

Figure 3-6: Truck Percent 

 

Source: CPCS analysis of MnDOT, ATRI, and HPMS data 
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Proximity to Industry Clusters 

As shown in Figure 3-7Σ ƛƴŘǳǎǘǊȅ ŎƭǳǎǘŜǊǎ ŀǊŜ ƎŜƴŜǊŀƭƭȅ ƭƻŎŀǘŜŘ ŀƭƻƴƎ ǘƘŜ ǊŜƎƛƻƴΩǎ ƛƴǘŜǊǎǘŀǘŜǎΣ 
including those corridors that are in the city core (likely older, established businesses) and I-694 
and I-494 bypasses (likely newer and relocated facilities that developed as the city core became 
more congested and land more expensive). 

Figure 3-7: Proximity to Industry Cluster

 

 Source: CPCS analysis of InfoGroup data  
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Proximity to Regional Freight Terminals 

As shown in Figure 3-8, the majority of  key regional freight terminals are located in the city 
core and include long-established facilities such as the BNSF and CP intermodal yards and the 
Port of St. Paul.  Other facilities are located south of the core and include the Ports of Savage, 
Minneapolis St. Paul International Airport and the Flint Hills oil refinery in Inver Grove Heights. 

Figure 3-8: Proximity to Freight Facilities

 

Source: CPCS analysis of Met Council data 

 

3.1.2 Tiered Corridors 

Weighting Scenarios 

Four alternative scenarios were evaluated to inform the selection process of key corridors. 
Overall, it was not immediately intuitive to what extent volume variables should be emphasized 
relative to land use variables. Evaluating several distinct scenarios illuminated which corridors 
stood out as significant under any scenario, anŘ ŀƭǎƻ ōǊƻǳƎƘǘ ŀǘǘŜƴǘƛƻƴ ǘƻ ŎƻǊǊƛŘƻǊǎ άŀǘ ǘƘŜ 
ƳŀǊƎƛƴǎΣέ ǿƘƛŎƘ Ƴŀȅ ƻǊ Ƴŀȅ ƴƻǘ ōŜ ǎƛƎƴƛŦƛŎŀƴǘ ŘŜǇŜƴŘƛƴƎ ƻƴ ǘƘŜ ǎŎŜƴŀǊƛƻΦ 

The criteria are applied uniformly to all corridors, regardless of functional classification or 
presence within the urban area versus a rural (non-urbanized) part of the metro area. 
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Scenarios 1 through 3 were presented at the second meeting of the Technical Advisory Group 
(TAG). Based on feedback obtained at that meeting, it was decided that the second and third 
scenarios were most reasonable, but that the weight applied to truck percentage should be 
relatively high and that the weight assigned to all variables should be at least 10% (to justify the 
presence of all variables) and should be rounded to 5% rather than 2.5%. 

A new scenario (Scenario 4) was created based on the input received from the TAG. 

The summary of initial scenarios are shown in Figure 3-9. 

Figure 3-9: Summary of Initial Scenarios  

 Volume Truck Percent 
Proximity to 

Industry 
Cluster 

Proximity to 
Freight Facility 

Total Score 

Scenario 1 90 2.5 5 2.5 100 

Scenario 2 70 12.5 12.5 5 100 

Scenario 3 50 20 20 10 100 

Scenario 4 60 20 10 10 100 

 

It should also be noted that although superficially a 50-50 balance between volume and land 
use may appear to represent the middle ground, in practice this was found to not be the case. 
This is because there is more variability in the statistical distributions of some variables 
compared to others. For example, in the case of truck volume, there are a few interstates at the 
top, and a large number of non-interstates toward the middle and bottom of the distribution. 
Thus, assigning a higher weight to truck volume helped accentuate the difference between a 
corridor with 200 trucks per day and one with 1,000 trucks per day, which would both otherwise 
be dominated by a few interstate corridors with up to 10,000 trucks per day. 

Aside from the variability issue, truck volume was deemed to be the most impactful metric in 
describing the extent to which truck corridors are actually used as freight corridors.  

The weighted corridor scores for the preferred scenario are shown in Figure 3-10. 

Figure 3-10: Weighting Scheme Applied to Variables 

Volume Truck Percent 
Proximity to 

Industry Cluster 
Proximity to 

Freight Facility 
Total Score 

60 20 10 10 100 

 

The weighted corridor scores are mapped in Figure 3-11. These scores are based on the maps 
shown as Figure 3-5 to Figure 3-8 for the individual unweighted scores, combined with the 
weighting scheme from Figure 3-10. 
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Figure 3-11: Composite Score for Selected Scenario 

 

Source: CPCS analysis 

 

Identification of Corridor Tiers 

To simplify the interpretation of the corridor scores, the five categories from Figure 3-11 were 
distilled to three categories. The tiered corridors are shown in Figure 3-12. 

Specifically, the relationship between the five categories shown in Figure 3-11 and the three 
tiers in Figure 3-12 is as follows: 

¶ Tier One: composite score 24-83, reflecting red and orange colors on Figure 3-11 

¶ Tier Two: composite score 16-23, reflecting yellow-colored corridors on Figure 3-11 

¶ Tier Three: composite score 4-15, reflecting light and dark green colors on Figure 3-11 

The large range for the first category reflects the large skew in truck volumes (as mentioned 
previously, there are a few interstate corridors with high scores and most corridors have low 
volume scores), in combination with the large weight assigned to truck volume. The scores are 
entirely relative and are indicative of the order of importance of corridors, but not necessarily 
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ǘƘŜ ƳŀƎƴƛǘǳŘŜ όŦƻǊ ŜȄŀƳǇƭŜΣ ŀ ŎƻǊǊƛŘƻǊ ǿƛǘƘ ŀ ǎŎƻǊŜ ƻŦ рл ƛǎ ƴƻǘ ƴŜŎŜǎǎŀǊƛƭȅ άǘǿƛŎŜ ŀǎ ƛƳǇƻǊǘŀƴǘέ 
as a corridor with a score of 25). 

The tiered corridors are shown in Figure 3-12. 

Figure 3-12: Corridor Tiers 

 

Source: CPCS analysis  

Tier One includes a large number of interstate highways, reflecting the high importance of these 
corridors. However, it is sufficiently expansive as to also include more than 300 miles of 
principal and minor arterials that serve an important function in truck freight mobility. 

Figure 3-13: Centerline Road Mileage in Each Corridor Tier 

 Interstate Principal Arterial Minor Arterial Total 

Tier One 211 227 108 546 

Tier Two 18 111 164 295 

Tier Three 0 95 290 385 

TOTAL 229 433 564 1226 

Source: CPCS analysis  
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Manual Modifications to the Tiered Approach 

The assignment of corridors to tiers followed a highly quantitative, data-driven process. 
Although qualitative criteria were not introduced on a systematic basis, in some cases 
modifications were introduced based on stakeholder feedback. The process for making such 
modifications is detailed in this section. 

As part of a county review process, Met Council staff met with planners and engineers from 
each county to provide the counties the opportunity to discuss key corridors in their jurisdiction, 
including identifying any issues with the designation of corridors. The counties also had the 
opportunity at the meetings and in subsequent emails to ask specific questions about corridors 
as well as to provide truck count data where these were available.  

All seven counties comprising the metropolitan area participated in the review process. 

The key changes arising from these meetings were: 

¶ Adoption of thŜ άƳŀȄƛƳǳƳ ǾƻƭǳƳŜέ ƳŜǘƘƻŘ ŘŜǎŎǊƛōŜŘ ƛƴ 3.1.3, whereas previously the 
approach had been to use MnDOT HCAADT volumes, where available, and scaled ATRI 
volumes elsewhere 

¶ Adjustments made based on new information/data, including new truck counts and 
information about specific corridors (for example that a county had transferred 
jurisdiction of a road to a municipality) 

¶ Adjustments made based on consultant review of specific corridors flagged by the 
counties. For example, in some places arterial corridor start and end points were at 
interstates even though there was no interchange. Also, the comments received through 
the consultant review served as a validation of volumes along certain corridors; (for 
example, in a small number of cases the automated volume assignment process 
smoothed out traffic volumes excessively when in reality the volumes were highly 
concentrated). 

In addition, the county review meetings also served to ǇǊƻŘǳŎŜ ƛƴŦƻǊƳŀǘƛƻƴ ƻƴ ǘƘŜ ŎƻǳƴǘƛŜǎΩ 
own perceptions of key corridors as well as significant truck freight issues within the county. 

Figure 3-14 summarizes the general principles that were applied in making changes to the 
corridors based on comments received during the county review process. In general, changes 
were made where they were supported by data and by the existing methodology or involved 
small, intuitive changes to corridor definitions; but not if the change would require setting new 
rules inconsistent with the methodology used elsewhere in the metropolitan area, or if the 
proposed change was based on predictions, anticipated developments, or qualitative 
assessments. 
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Figure 3-14: County Review Process Methodology 

/ƘŀƴƎŜ aŀŘŜ LŦΧ /ƘŀƴƎŜ bƻǘ aŀŘŜ LŦΧ 

¶ New truck volume provided  ¶ Corridor not on defined road network (e.g. local 
or private roads) 

¶ Re-analysis of the data revealed anomalies ¶ Segment, as redefined, would not have 
qualifying truck volumes 

¶ Corridor is affected by methodological changes 
to defining volumes (i.e. maximum volume 
method) 

¶ Corridor would be extremely short (well under 1 
mile) 

¶ More logical corridor definition proposed (e.g. 
corridor ended at interstate despite no 
interchange) 

¶ Re-analysis would have involved land use or 
qualitative factors only without changing scores 

¶ Involved removal of truck corridor where the 
rationale for keeping the corridor was not clear-
cut (e.g. non-supportive land use, and barely 
qualifying volumes) ς as there may be data 
anomalies 

¶ Involved predictions, anticipated developments, 
or qualitative assessments not supported by 
data 

 

Figure 3-15 shows the tiered corridors before and after the county meetings. 

Figure 3-15: Tiered Corridors, Pre- (left) and Post- (right) County Meetings  

  

Source: CPCS 

The portions of the Tier One to Three corridors that changed tiers are highlighted in Figure 3-16. 
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Figure 3-16: Changes to Tiered Corridors Before and After County Meetings 

 

Source: CPCS 

In addition, the key truck routes identified through the industry consultations (outlined in blue 
in Figure 3-17) were mapped alongside the key corridors as identified through the data. As 
shown in the map, there is strong correlation between the corridors identified through industry 
outreach and those identified through the quantitative process. The consultations thus serve as 
an additional check on and confirmation of the validity of the quantitative process. 
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Figure 3-17: Key Corridors Identified during Stakeholder Consultations 

 

Source: CPCS analysis and stakeholder feedback 
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4 Performance Issues on Key 
Truck Corridors 

 

 

 

 

 

 

 

 
 

 

  

Key Chapter Takeaways  

¶ Tier one corridors were assessed based on their safety and delay characteristics. Truck delay was 
calculated using speed data obtained from ATRI, while truck crash data were obtained from 
aƴ5h¢Ωǎ ƻƴƭƛƴŜ /a!¢ ǇǊƻƎǊŀƳ 

¶ The top non-interstate corridors for truck delay and truck-related crash sites were identified and 
ranked 

¶ From among the top safety and delay hotspots, ten sites (including two demonstration sites) 
were identified for in-field analyses, ensuring variety in terms of functional classification and 
geographic location. Field visits helped identify possible problem areas and high-level solutions.  
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 Truck Delay 

4.1.1 Methodology 

The methodology for computing truck delay is described in Appendix C. Truck delay was 
computed using hourly average truck speeds available from ATRI, in combination with the truck 
volumes developed (as described in Chapter 3) using a hybrid of ATRI and MnDOT HCAADT data. 

The volume data are weighted according to the distribution of ATRI truck pings across a 24-hour 
period. In other words, the delay calculations reflect not only the variation of truck speeds 
across the day, but also the variation of truck volumes across the day. Delay is thus greatest in 
those hours that feature both a low truck speed and a high truck volume. 

4.1.2 Daily Truck Delay Profile by Hour 

The average weekday delay across all non-interstate Tier One corridors is shown in Figure 4-1. 
Lƴ ǘƘŜ ƎǊŀǇƘΣ άIǊлέ ǊŜŦŜǊǎ ǘƻ ǘƘŜ ǇŜǊƛƻŘ ŦǊƻƳ мн !a ǘƻ м !aΦΤ άIǊмέ ǘƻ ǘhe period from 1 AM 
to 2 AM, and so on. 

It should be noted that all analysis in this working paper applies exclusively to non-interstate 
Tier One corridors. The extent to which similar conclusions may apply for other tiers is not clear, 
as data for these other corridors were not available from ATRI within the project budget. 

The nature of the hourly truck delay profile differs by type of corridor. On principal arterials, 
peak periods for delay are the AM and PM commuter rush hour, while for minor arterials delay 
is spread out evenly across the middle of the day.  

Figure 4-1: Average Weekday Truck Delay on Tier One Corridors, Hourly Profile 

 

Source: CPCS analysis of ATRI data 
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It appears that many of the principal arterial corridors are regionally important, not only for 
truck travel, but also for passenger travel. This includes corridors such as US-169, US-212, and 
US-52, among others. For these roads, heavy commuter traffic has a significant impact on truck 
delay. Conversely, many of the Tier One minor arterials are located in predominantly 
commercial or industrial areas, which may be relatively less impacted by commuter traffic. 

4.1.3 Daily Truck Volume Profile by Hour 

Truck delay is a function of both truck volume and truck travel speeds. In other words, high 
truck delay is driven by either high truck volumes or low travel speeds, or a combination of the 
two factors. 

Figure 4-2 shows the daily distribution of truck volumes by hour. Importantly, the peak truck 
period differs from the more familiar peak commuting periods. Truck volumes peak in the ten 
ƻΩŎƭƻŎƪ ό!aύ Ƙƻǳr, and overall approximately 50% of truck volumes are observed between 9 
!a ŀƴŘ п taΣ ƛΦŜΦ ǘƘŜ άƳƛŘŘŀȅέ ǇŜǊƛƻŘ ŦǊƻƳ ǘƘŜ ǇŜǊǎǇŜŎǘƛǾŜ ƻŦ ŎƻƳƳǳǘŜǊ ǘǊŀŦŦƛŎΦ 

Figure 4-2: Average Weekday Truck Volume on Tier One Corridors, Hourly Profile 

 

Source: CPCS analysis of ATRI data 

 

The volume profile for principal arterials and minor arterials is virtually identical. It is also worth 
noting that the daily volume distribution was found to be fairly consistent across all of the top 
delay hotspots, suggesting that there is not a significant amount of variability by geographic 
location or type of road. 

4.1.4  Average Truck Travel Speeds by Hour 

Figure 4-3 shows the average truck travel speeds by hour of day. 
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Figure 4-3: Average Weekday Truck Travel Speeds on Tier One Corridors, Hourly Profile 

 

Source: CPCS analysis of ATRI data 

 

As expected, principal arterials have a higher travel speed, at around 58 mph in the overnight 
hours. This drops to around 55 mph in the midday period and around 47 mph in the PM peak. 
Minor arterials have an overnight speed of 28 mph, dropping to 26 mph midday and a low of 24 
mph in the PM peak.  

Although the apparent drop-off in speeds is lower for minor arterials compared to principal 
arterials, it is important to note that every mile-per-hour drop in speeds does not cause an equal 
amount of delay. Specifically, the lower the baseline speed, the more delay is caused by each 
mile-per-hour decrease in speed, because of the inverse relationship between speed and time. 
For example, for a hypothetical one-mile segment, a drop from 50 mph to 45 mph results in a 
delay of 8 seconds per truck, whereas a drop from 25 mph to 20 mph results in a delay of 36 
seconds per truck.6  

In the above figure, in all cases the speed listed is the average travel speed, which includes the 
effects of trucks being stuck in traffic, stopped at signalized intersections, accelerating or 
decelerating, or stopped waiting to make a turn. It does not, however, include trucks that are 
stopped at a single location for more than five minutes, so as to factor out trucks making 
deliveries and those stopped for reasons of rest or vehicle breakdown. 

4.1.5 Summary of Truck Delay 

The distribution of delay between principal and minor arterials is shown graphically in Figure 
4-4. Approximately two-thirds of overall truck delay is on principal arterials, and one-third on 
minor arterials. On a centerline basis, there are 227 miles of principal arterials among Tier One 

                                                      

6 (1 mile / 20 mph ς 1 mile / 25 mph)*(60)*(60) = 36 seconds 
(1 mile / 50 mph ς 1 mile / 45 mph)*(60)*(60) = 8 seconds 
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corridors, and 108 miles of minor arterials. Thus, the delay distribution is roughly proportional 
to the mileage distribution, suggesting that on average principal and minor arterials do not 
differ significantly, with respect to delay per mile of road. 

Figure 4-4: Distribution of Weekday Delay, Principal and Minor Arterials 

 

Source: CPCS analysis of ATRI data 

Figure 4-5 shows the temporal distribution of delay for principal and minor arterials. Overall, 
46% of delay occurs in the midday period, and around 44% in the AM and PM commute peak 
periods. Principal arterials have a greater proportion of truck delay in the overall AM and PM 
peak periods (about 49%) compared to minor arterials (about 34%). As noted, this is associated 
with increased competition for road space on principal arterials from commuter traffic. 

Principal 
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1218 Hrs 
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604 Hrs 
Delay



FINAL REPORT  |   Regional Truck Highway Corridor Study   

  

 
  

|  40 

 

Figure 4-5: Temporal Distribution of Delay, Principal and Minor Arterials 

 

Source: CPCS analysis of ATRI data 

 

4.1.6 Top Delay Hotspots 

Figure 4-6 shows the top thirty delay hotspots on tier one corridors, based on the methodology 
described in Appendix C. As the map indicates, many of these hotspots are clustered in a few 
geographic areas, such as in Eagan, in Minneapolis and St. Paul, and along the US-169 corridor 
in southern Hennepin/northern Scott County, among other locations. 
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Figure 4-6: Top 30 Delay Hotspots on Non-Interstate Tier One Corridors 

 

Source: CPCS analysis of ATRI data 

 

The top corridors are shown in table form in Figure 4-7. These correspond to the hotspots 
shown in Figure 4-6. The table shows hours of (all-day) delay per day, per month, and per year; 
minutes of delay per truck (average across the day); as well as hours of peak delay per day. In 
this case, peak refers to peak commuting times, consistent with the charts in the previous 
section (i.e. 6-9 a.m. and 4-7 p.m.).  
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Figure 4-7: Truck Delay by Delay Hotspot  

Rank Corridor Hrs 
Delay 

per Day 

Hrs 
Delay 
per 

Month 

Hrs Delay 
per Year 

Min 
Delay 
per 

Truck 

Hrs 
Peak 
Delay 

per Day 

% of 
Delay in 
AM/PM 

Peak 

1 US-169 in Hennepin Co. 135 3,037 36,446 3.2 77 27/30 

2 TH 13 in Savage 109 2,442 29,298 2.4 48 14/30 

3 Lone Oak Rd. (CSAH 26) in Eagan 46 1,042 12,506 2.0 16 19/16 

4 Snelling Ave. (TH 51) in St. Paul 40 890 10,674 3.0 14 15/19 

5 US 61 in Hastings 32 713 8,556 1.3 10 14/19 

6 US 169 in Hennepin Co. 27 615 7,383 0.4 19 1/69 

7 US 169 in Scott Co. 25 562 6,746 0.8 8 16/15 

8 US 169 in Scott Co. 24 534 6,413 0.7 8 18/15 

9 Diamond Lake Rd. in Rogers* 24 534 6,410 0.6 9 26/10 

10 TH 55 in Eagan 21 461 5,535 0.6 7 20/13 

11 University Ave. in St. Paul 20 439 5,268 2.5 5 12/14 

12 TH 55 in Eagan 18 408 4,894 0.7 6 18/16 

13 County Road C (CSAH 23) in Roseville 17 378 4,535 1.1 6 18/16 

14 US 212 in Norwood Young America 16 371 4,447 0.8 5 15/16 

15 US 52 in St. Paul 15 335 4,020 0.3 8 39/13 

16 Highway 169 in Edina 15 328 3,942 0.3 11 21/57 

17 Point Douglas Dr. S in Washington Co. 13 292 3,508 0.6 4 16/17 

18 Courthouse Blvd. W in Eagan 12 265 3,186 0.4 5 35/17 

19 Juniper Way in Lakeville 11 249 2,993 0.4 4 18/15 

20 Old Shakopee Rd W in Bloomington 11 251 3,007 0.8 4 17/16 

21 TH 65 in Minneapolis 10 229 2,751 0.4 5 19/30 

22 US-61 in St. Paul 10 215 2,586 0.5 4 22/17 

23 Kasota Ave. in Minneapolis 9 200 2,398 0.5 2 15/8 

24 Snelling Ave. N in Roseville 8 184 2,203 0.9 2 12/16 

25 98th St. W in Bloomington 8 178 2,141 0.7 3 12/19 

26 US-169 in Bloomington 8 173 2,075 0.1 6 2/78 

27 US-61 in Washington Co. 7 148 1,771 0.3 2 17/15 

28 University Ave. NE in Fridley 6 145 1,742 0.4 2 22/14 

29 Snelling Ave. N in Lauderdale 6 144 1,730 0.7 2 16/22 

30 TH 55 in Eagan 4 100 1,198 0.3 2 12/22 

Source: CPCS analysis *indicates potential anomaly 

Of note, the study team also studied variation in monthly delay to identify cases where certain 
months had little to no delay. One such anomaly was noted among the top fifteen bottlenecks 
in the table above ς for Diamond Lake Road in Rogers, the October 2015 delay is much lower 
than the average for the four 2016 months combined, potentially indicating 
seasonal/anomalous issues. 
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4.1.7 Delay Hotspot Profiles 

The top five hotspots are profiled in greater depth below in Figure 4-8. For each hotspot, the 
chart shows hourly truck delay (blue columns) along with truck hourly speeds (orange line). The 
top-right corner lists the total truck delay per day across all hours. 

Figure 4-8: Top Truck Delay Hotspot Profiles 

          NB US-169 in Hennepin Co. 

 

         SB US-169 in Hennepin Co.  

 
          EB TH 13 in Savage  

 

         WB TH 13 in Savage  

 
          EB Lone Oak Rd. in Eagan  

 

         WB Lone Oak Rd. in Eagan  
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          NB Snelling Ave. in St Paul  

 

         SB Snelling Ave. in St Paul  

 
          NB US-61 in Hastings 

 

         SB US-61 in Hastings 

 
Source: CPCS analysis of ATRI data 

 

 

 Safety on Key Truck Corridors 

4.2.1 Methodology 

The crash hotspot methodology is described in Appendix C. The data source for truck crashes 
ǿŀǎ aƴ5h¢Ωǎ /ǊŀǎƘ aŀǇǇƛƴƎ !ƴŀƭȅǎƛǎ ¢ƻƻƭ ό/a!¢ύ ƻƴƭƛƴŜ ŘŀǘŀōŀǎŜΦ ¢ǊǳŎƪ ŎǊŀǎƘŜǎ ǿŜǊŜ ŘŜŦƛƴŜŘ 
as crashes for which at least one participant vehicle was a truck (regardless of fault). Crashes 
were analyzed for the time period 2010-2015. Crash frequency was determined by weighting 
the absolute number of truck-related crashes by the volume of trucks on the corridor (using the 
same truck volumes described in Chapter 3). 

4.2.2 Top Crash Hotspots  

Figure 4-9 shows the top thirty crash hotspots on tier one corridors, based on the methodology 
described in 4.2.1. As the map indicates, the large majority of these hotspots are clustered in 
the central part of the metro, particularly in and around Minneapolis and St. Paul. It is notable 
that many of the segments in these areas are shorter than average; thus, if crashes were 
compared on a per-VMT basis, geographic discrepancies would likely be even greater than was 
observed. 
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Figure 4-9: Top 30 Crash Hotspots on Non-Interstate Tier One Corridors 

 

Source: CPCS analysis 

 

The top crash hotspots are shown in table format in in Figure 4-10Figure 4-11. The labeled 
hotspots in the map in many cases consist of multiple segments; maximum crash density in the 
table reflects the worst-performing segment (i.e. the segment with the highest crash density). 
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Figure 4-10: Maximum Crash Density by Delay Hotspot  

Rank Corridor Max Crash Density 
(Crashes per mil. Trucks) 

1 Broadway St in Minneapolis 22.2 

2 Washington Ave in Minneapolis 18.8 

3 County Road B2 in Roseville 14.3 

4 University Ave in St Paul 14.0 

5 University Ave in Minneapolis 11.9 

6 Marshall St NE in Minneapolis 10.9 

7 Hennepin Ave in Minneapolis 9.3 

8 TH 5/7th St in St Paul 6.1 

9 TH 5/7th St in St Paul 5.8 

10 Cliff Rd in Burnsville 5.5 

11 TH 5/7th St in St Paul 5.3 

12 University Ave in Minneapolis 5.2 

13 Brockton Rd in Osseo 4.9 

14 University Ave in Minneapolis 4.9 

15 University Ave in Minneapolis 4.9 

16 Snelling Ave in St Paul 4.9 

17 TH 156 in St Paul 4.7 

18 Cty Road C in Roseville 4.7 

19 New Brighton Blvd in Roseville 4.6 

20 Transfer Rd in St Paul 3.7 

21 Washington Ave in Minneapolis 3.6 

22 University Ave in Minneapolis 3.6 

23 University Ave in Minneapolis 3.1 

24 Old Shakopee Rd in Bloomington 2.9 

25 CR 5 in Burnsville 2.9 

26 Zachary Ln in Plymouth 2.8 

27 Northfield Blvd in Dakota County 2.7 

28 US-61 in Washington County 2.4 

29 US-52 in St Paul 2.4 

30 5th St NW in Brighton 2.1 

Source: CPCS analysis  
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 Field Visits 

4.3.1 Field Observation Corridor Identification  

The purpose of the field visits was to gain an on-the-ground perspective for truck mobility and 
safety issues on the tier one corridors. To this end, study team member Rani Engineering, based 
in the Twin Cities, visited each of eight target sites and undertook a high-level investigation of 
issues that contribute to mobility or safety problems.  

Sites were selected in accordance with the following principles: 

¶ Site belongs to non-interstate Tier One corridors 

¶ Site has known issues related to delay or safety (as measured and described in this 
working paper), or was identified as a problematic location through industry 
consultations (as described in Working Paper 2) 

¶ Site was confirmed by the TAG, and is not the known subject of any other detailed 
corridor studies ς including not being among the locations identified by MnDOT in its 
Congestion Management Safety Plan (CMSP) studies, as validated by MnDOT 

¶ Site selection follows a case-study principle, and seeks to include problem locations on 
a range of Principal and Minor Arterials and roadway types 

The purpose of the MnDOT CMSP filter was to avoid duplicative work on trunk highway 
locations where known problems are already being addressed or solutions have been proposed.  

Because of the limited scope of this portion of the study, the purpose of the field visits is not to 
identify or recommend detailed solutions, nor to present a full accounting of all truck issues in 
any single corridor. Rather, the field visits serve three fundamental functions:  

¶ to ground the largely quantitative focus of this study by linking data analysis to observed 
on-the-ground issues 

¶ ǘƻ ōǊƛƴƎ ŀǘǘŜƴǘƛƻƴ ǘƻ ǇƻǘŜƴǘƛŀƭ άǳƴŘŜǊ-the-ǊŀŘŀǊέ ǘǊǳŎƪ ƛǎǎǳŜǎ ǘƘŀǘ ŀǊŜ ƴƻǘ ŀƭǊŜŀŘȅ ǘƘŜ 
subject of detailed studies or projects 

¶ to support and proǾƛŘŜ ŎƻƴǘŜȄǘ ǘƻ ǘƘŜ ǎǘǳŘȅ ǘŜŀƳΩǎ ŀƴŀƭȅǎƛǎ ƻƴ ǘǊǳŎƪ Ƴƻōƛƭƛǘȅ ŀƴŘ 
subsequent recommendations in the metro (the subject of Chapter 5 of this working 
paper) 

The selected field visit sites are shown in Figure 4-11. Initially, demonstration corridor visits 
were conducted in two locations (prior to undertaking the full safety and delay analysis). The 
purpose of these visits was to establish what type of information and analysis would be most 
valuable to Met Council and to the TAG. The findings of the demonstration visits were presented 
at the third TAG meeting in St Paul in October, 2016. The TAG made some recommendations 
on adjustments to the focus of the field visits; specifically, they recommended that these should 
focus less on  checklist-type information and more on using professional judgment to link 
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apparent issues and problems (such as high delay) with specific infrastructural design features 
in the field. Related to this change in focus, the selected corridors were shorter in length than 
the initial trial corridors. The reports from these trial field visits are included in Appendix C. 

Figure 4-11 can be related to the map in Figure 4-12 as well as to the demo locations listed from 
4.4.1 to 4.4.8. 

Figure 4-11: Locations for Field Visits 

 Corridor Location From ς To Miles Notes 

1 Broadway St/Ave Minneapolis I-94 to Johnson St NE 2.3 Top crash site, incl. KAB7 

2 Cliff Rd (CSAH 32) Burnsville Dupont Ave (near I-
35W) to TH 13 

2.7 Top crash site 

3 Brockton Ln N 
(CSAH 101) 

Rogers Linden Dr to Diamond 
Lake Rd 

1.9 Top crash site incl. rollovers 

4 University Ave Mpls/Fridley Lowry Ave to I-694 3.9 Top crash site, access issues 
identified 

5 TH 280 St Paul Kasota Ave to Hennepin 
Ave 

1.1 Safety issue identified 
(ramps) 

6 US-169 Hennepin Co. TH 7 to 27th Ave N 5.1 Top delay site 

7 Kasota Ave/Elm St  Minneapolis TH 280 to 17th Ave S 1.6 Top delay site 

8 Co Road C Roseville New Brighton Rd to 
Snelling Av 

2.2 Top delay and crash site, incl. 
KAB 

9*  US-52 Dakota Co. I-94 to 145th St E 15.2 Access issue identified 

10*  TH 13 Savage TH 169 to I-35 W 6.1 Top delay site 

*demonstration corridor visit locations 

The field visit locations are shown in map form in Figure 4-12. 

                                                      

7 Lƴ ǘƘŜ ƴƻǘŜǎ ŎƻƭǳƳƴΣ Y!. ƛƴŘƛŎŀǘŜǎ ǘƘŜ ǘƻǇ ǘƘǊŜŜ ƭŜǾŜƭǎ ƻŦ ǘƘŜ CŜŘŜǊŀƭ IƛƎƘǿŀȅ !ŘƳƛƴƛǎǘǊŀǘƛƻƴΩǎ Y!./h ǎŎŀƭŜΣ ǘƘŜ 
method used to evaluate injury severity (KAB covers fatal, incapacitating and nonincapacitating injuries but not 
άǇƻǎǎƛōƭŜ ƛƴƧǳǊȅέ ƻǊ άƴƻ ƛƴƧǳǊȅέύΦ Lƴ ǘƘƛǎ ǎǘǳŘȅΣ ŀ ǎƛƳǇƭŜ Ǿƛǎǳŀƭ ǎŎŀƴ ǿŀǎ ǇŜǊŦƻǊƳŜŘ ƻŦ ǿƘŜǘƘŜǊ ŎǊŀǎƘŜǎ ǿŜǊŜ 
disproportionately likely to cause injury rather than be property-damage only; sites were not ranked quantitatively 
on this basis. The notes column also includes reference to safety and access issues that were described in Working 
Paper 2, reflecting industry consultations). 
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Figure 4-12: Locations for Site Visits 

 

 

Notably, US-169 was investigated based on TAG feedback for having inflated congestion 
rankings due to possibly attracting traffic from I-494 or from TH 100, both of which have been 
under construction for periods that overlapped with the data yearsΦ CǊƻƳ aƴ5h¢Ωǎ ŀǾŀƛƭŀōƭŜ 
information, the I-494 work was conducted between I-394 and I-694 from April to November 
2016,8 and TH 100 work between I-494 and Barry St. in St Louis Park from August 2014 to 
November 2016.9 We cross-checked the various ATRI months against these schedules. While 
we do not have the data to determine whether TH 100 diversions had an impact on US-169 
construction, we did find greater delay for May and August 2016 than for March, suggesting 
that I-494 diversions potentially did have an impact. However, even in March (outside of the 
construction period) there was considerable truck delay in the PM peak period, and there was 
also high truck delay in October 2015. Based on this evidence and the general importance of 

                                                      

8 MnDOT, I-494: Plymouth 
9 MnDOT, Hwy 100: St. Louis Park, Edina, Bloomington 

http://www.dot.state.mn.us/metro/projects/i494plymouth/
http://www.dot.state.mn.us/metro/projects/hwy100slp/
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US-169 as a truck route (confirmed through industry consultations earlier in the study) it was 
recommended to include US-169 in the field analysis. 

TH-280 is the subject of a reconstruction project near the I-35 W interchange ramps;10 however, 
the planned work is unrelated to the issue identified initially in industry consultations, thus this 
corridor was also included. 

Also of note, subsequent to the initial demonstration corridor visits it was determined that TH 
13 in Savage/Burnsville was the subject of a recent corridor study that provided guidance for 
transportation improvements along this corridor.11 

 

 Field Visit Reports 

Field visits were conducted to identify truck mobility or safety issues and geometric constraints 
and were conducted in early December 2016. The study team conducted the visits on days 
without meaningful precipitation or snow accumulation to avoid possibly biasing the findings. 

4.4.1 Corridor 1: Broadway Street / Broadway Avenue in Minneapolis 

Site Description 

Broadway Street from I-94 to Johnson Street is a four-lane urban collector street that runs 
east/west.  The 2.3 mile corridor is undivided for most of the way, with a few intersections 
containing concrete medians, and has 13 signalized intersections.  There are three grade 
separated and one at-grade railroad crossings.  The west end, from I-94 to NE Main Street, is 
commercially zoned.  The remainder of the corridor is mostly residential with a few blocks on 
the north side commercial. 

Geometric Constraints/ Safety Issues 

During the corridor drive-through, it was noticed that signal timing along the route was mostly 
good, however, there seemed to be a few signals that were not synchronized.  Given the 
number of traffic signals and the higher volumes of the major roadway, consideration for freer 
movement of traffic on this road should be provided. 

o Investigation into updating signal timing for possible coordination of signals might be 

warranted. 

 
In the residential and commercial areas between NE Buchanan Street and NE Marshall Street, a 

total of 21 blocks, street parking is allowed on both sides of Broadway except from 7 a.m. to 9 

a.m. and 4 p.m. to 6 p.m. Monday through Friday.  These parking times should be strictly 

enforced to reduce merging and slowdown problems, which are a potential safety hazard. 

                                                      

10 MnDOT, Hwy 280 & Surrounding Area Projects: St. Paul (I-94) to Roseville (I-35 W) 
11 MnDOT, Hwy 13 Corridor Study: Savage, Burnsville 

http://www.dot.state.mn.us/metro/projects/hwy280reconstruction/
http://www.dot.state.mn.us/metro/projects/hwy13study/
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o Further investigation may be warranted to verify enforcement of prohibited street 

parking times, as well as to identify possible areas to eliminate parking. 

 
The speed limit of the roadway is 30 mph and lane widths are as narrow as nine feet for some 

blocks along residential areas.  These lane widths are not sufficient for this highly-used truck 

route.12 

 
The bridge that provides the grade separated railroad crossing between NE Buchanan Street and 

NE Lincoln Street, (at which Broadway Street passes under), is unsafe to reasonably 

accommodate two-way truck traffic.  At this bridge, the width of the road, for both directions, 

narrows to approximately 17 feet wide due to a bridge pier in the middle of the road.  This is a 

high truck volume and accident site.  The bridge itself also provides only моΩ-тέ vertical clearance 

above the road, which is below the FHWA urban collŜŎǘƻǊ ƳƛƴƛƳǳƳ ƻŦ мпΩ-лέΣ ŀƴŘ ƛǎ ƛƴ ŘŜƎǊŀŘŜŘ 

condition. (Bridges shown in Figure 4-13). 

 
o A major reconstruction project of a new bridge and road widening could solve this unsafe 

condition. 

Figure 4-13: Shallow Bridges along Broadway Ave. 

  

Source: CPCS analysis of MnCMAT data. Photos Google Street View. Left: Broadway near Buchanan; right: Broadway near W. River Rd. 

Due to the relative narrowness of this road corridor, there is not enough room for designated left 

turn lanes.  The road is divided by a double yellow stripe.  The intersections at Old Central 

Avenue and N Washington Avenue are the only two of the 13 signalized intersections with 

dedicated left turn lanes.  At certain intersections, there are protected green arrow left turns. 

However, their timing and use was not analyzed for the corridor drives. 

 

                                                      

12 From the National Association of City Transportation Officials (NACTO): άLane widths of 10 feet are appropriate 
in urban areas and have a positive impact on a street's safety without impacting traffic operations. For designated 
truck or transit routes, one travel lane of 11 feet may be used in each directionΦέ NACTO, Urban Street Design Guide 

Crash Report 
Date: Mon Apr 15, 2013  

Conditions: Dark, Rainy 

Vehicle: 2-Axle Truck 
Type: Collision w/ Bridge Pier 
Severity: Property Damage 

Crash Report 
Date: Thu June 20, 2013  
Conditions: Light, Clear 
Vehicle: Truck w/ Semi-Trailer 
Type: Collision w/ Bridge Pier 
Severity: Property Damage 

http://nacto.org/publication/urban-street-design-guide/street-design-elements/lane-width/
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o A more in-depth traffic study should be undertaken to analyze the effects of having no 

left turn lanes and only certain intersections with left turn arrows.  The study could also 

include analyzing different intersection configurations and possible elimination of certain 

signalized intersections to help increase the flow of trucks and reduce potential crashes. 

 

4.4.2 Corridor 2: Cliff Road (CSAH 32) in Burnsville 

Site Description 

Cliff Road from Dupont Avenue to Minnesota TH 13 is a four-lane, undivided urban street, 
except for a portion from Dupont Avenue to just past I-35W, where the road is two-lane with a 
few concrete medians.  The route is 2.7 miles long and has three traffic signals at the eastern 
end, including TH 13, and one at-grade railroad crossing.  It is bounded by commercial and 
industrial warehousing zones.  Between the railroad tracks towards the west end and 
Riverwood Drive, approximately 1.4 miles long, the route is uphill from west to east and there 
is only commercial zoning on the south side of the road. 

Geometric Constraints / Safety Issues 

Historical data indicates that Cliff Road between S 12th Avenue and Riverwood Drive 
experiences a higher than normal crash rate.  In this section, there are two lanes in each 
direction and a fifth lane marked on the eastern half for a left turn lane for EB traffic to turn NB 
on 12th Avenue, and a left turn lane for WB traffic to turn SB on Riverwood Drive on the western 
half.  There is a driveway about mid-block on the south side of the road that currently allows 
turns onto WB Cliff Road, which must cross two lanes of traffic and the left turn lane. 

 
o This driveway could be made into a right in/right out only driveway to avoid the conflict 

points.  

Between the Riverwood Drive and Nicollet Avenue, 
there are 12 driveways to commercial buildings that 
access Cliff Road on the south side of the road.  For this 
stretch of road, traffic is separated by only a double 
yellow stripe.  WB left turning traffic into these 
driveways must wait to turn into the driveways in a 
thru lane, and left turning traffic out of the driveways 
must wait for a safe clearance to cross EB traffic and 
join WB traffic. 

o Major reconstruction of this section of the 

corridor could expand the road to either five 

lanes with a left turn lane (such as at River 

Ridge Blvd intersection to the east of the railroad tracks), or left turn lanes with 

acceleration lanes and dividing median. 

Issues Identified

Å Uphill gradient west-to-east from I-35 W 

Å Large number of private commercial 

driveways with limited visibility due to 

bend in road 

Å Limited dedicated left-turn lanes 

Å High-speed thoroughfare with many 

access points 
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4.4.3 Corridor 3: Brockton Lane N (CR 13) in Rogers 

Site Description 

The Brockton Lane truck corridor is located in the Minneapolis suburb of Rogers.  It is a two 
mile, two lane Minor Arterial on the Twin Cities Functional Classification System running 
north/south with Linden Drive at the south end and Diamond Lake Road S at the north end.  The 
road is mainly rural with some commercial and residential areas in the very south end, and 
commercial zoning in the north.  There is one at-grade railroad crossing approximately 175 feet 
from Linden Drive to the south and 125 feet from Highway 81 to the north, as well as three 
traffic signal controlled intersections.  There are several other at-grade side street and driveway 
turnoffs along the route. 

Geometric Constraints / Safety Issues 

For most of the route from Highway 81 to Diamond Lake Road S, the two-way lane widths were 
between 11.5 feet and 12.5 feet with approximately a one foot gravel shoulder on both sides.  
After the shoulder on each side, the road dropped off severely approximately one to six feet 
down.  Recovery from the shoulder would appear to be difficult and could result in a rollover. 

The NB Brockton Lane/124th Avenue N intersection has a widening of the roadway meant to 
function as a right turn lane.  The unstriped turn lane is approximately 7 feet at its widest point.  
This turn lane is not sufficiently wide to allow vehicles trailing a turning vehicle to safely pass by 
without encroaching upon the oncoming traffic lane. 

Another location of interest is Brockton Lane at CSAH 101 (Figure 4-14). 

Figure 4-14: Brockton Lane at CSAH 101 

  

Issues Identified: 

Å Intersection of CSAH 101-CR 81 is a high crash site 

ς 9 truck-related crashes 2010-2015. Long 

stretch without traffic signals, skewed 

intersection.  

Å Advance sign alerting of intersection, but may be 

hard to see signal color in poor/inclement 

weather 

Source: CPCS analysis of MnCMAT data. Photos Google Street View. Left: Broadway near Buchanan; right: Broadway near W. River Rd. 

 

Crash Report 
Date:  Fri Jan 23, 2015  
Conditions: Dark, Clear 
Vehicle: Truck w/ Semi-Trailer 
Type: Rear-end, following too closely 
Severity: Possible injury 
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4.4.4 Corridor 4: University Avenue in Minneapolis/Fridley 

Site Description 

University Avenue from I-694 at the north end to Lowry Avenue at the south end is a four-lane 
Minor Arterial with dividing median.  It is approximately four miles long and has several traffic 
signals.  The whole of the corridor can be described in two distinct halves.  South of 37th Avenue 
NE, the zoning is primarily industrial with a major semi-truck and rail freight yard on the east 
and west sides.  There are three blocks of residential zoning at the Lowry Avenue end.  The 
north half on the other side of 37th Avenue NE is residential, and for the entire length, there are 
no cross street intersections or driveways except at five major signalized intersections. 

Geometric Constraints / Safety Issues 

The geometric and safety issues on this corridor are in the southern half.  From Lowry Avenue 
to NE 27th Avenue, street parking is allowed during certain times of the day, essentially 
narrowing the four lanes to two.  Street parking is allowed on the SB side anytime except 7 a.m. 
to 9 a.m., Monday thru Friday, and on the NB side anytime except 4 p.m. to 6 p.m. Monday thru 
Friday.  These parking times must be strictly enforced to reduce merging and slowdown 
problems. 

o Further investigation may be warranted to possibly eliminate the street parking 

altogether. 

There is only one entrance off University Avenue at 32nd Avenue NE for truck traffic to get to 
the CP Rail Shoreham Yard on the east side (see Figure 4-15 below).  This is also a high train 
traffic area, and the current geometry of the 32nd Avenue NE/4th Street NE access drive for 
semis has it crossing the railroad tracks 0.3 mi south from the access road intersection with 
University Avenue.  This 32nd Avenue NE intersection off University Avenue is controlled with 
a traffic signal with turning lanes for both NB and SB semis.  It was witnessed during the site 
drive that semi-trucks were backed up all the way down 4th Street NE, through the 32nd Avenue 
NE intersection, and past the turn lanes on University Avenue for both NB and SB, to where the 
waiting semis were extending into the through lanes of University Avenue. (See Figure 4-16 
below.) During this observation, the bridge over the railroad tracks 0.2 miles west of University 
Ave on St. Anthony Parkway was closed for construction.  32nd Avenue NE is part of the detour 
adding additional traffic that will be removed when the bridge construction is completed 
(scheduled for mid-summer 2017). 
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Figure 4-15: University Avenue near Intermodal Facility Aerial View 

 

Source: Google Maps 

 
o This area needs further investigation to look at train and truck traffic and how to best 

access the intermodal facility when the bridge construction is completed 
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Figure 4-16: University Avenue near CP Yard, Photos of Truck Queuing 

 

1. Trucks queuing along 4th St NE (directly east of University Ave). Looking north 

 

2. Trucks queuing along University Ave. waiting to turn right onto 32nd Ave NE. Looking north 

 

3. NB trucks queuing at intersection of University Ave. and 32nd Ave NE waiting to turn right. Looking north 

 

4. SB trucks queuing at intersection of University Ave. and 32nd Ave NE waiting to turn left. Looking north 
Source: Screencaps of Rani field visit videos 

 

4.4.5 Corridor 5: TH 280 in St Paul 

Minnesota TH 280 between Kasota Avenue and Hennepin Avenue is a north-south running four-
lane Principal Arterial freeway.  It has three interchange exits in the short 1.1 mile corridor.  The 
corridor is surrounded by residential neighborhoods on the east side and commercial areas on 
the west side.  The corridor is relatively short, so constraints and safety issues were found 
primarily at the interchanges. 
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Geometric Constraints / Safety Issues 

The Kasota Avenue exit at the south end of the freeway section is a folded diamond design due 
to railroad tracks on the north side of Kasota.  The SB on and off ramps are acceptable, as well 
as the NB off ramp.  The NB on ramp is a clover loop that is uphill and appears to have a short 
acceleration and merge lane for a truck. 

 
o The geometry of the interchange is limited primarily because of the railroad tracks.  TH 

280 carries over Kasota Avenue and the tracks with a bridge.  Further investigation of the 

bridge width would be needed to see if the acceleration and merge lane could be 

extended northward. 

The middle exit off TH 280 is Como Avenue.  It does not directly serve an intersecting cross 
street, but joins parallel side streets on both sides.  Like the Kasota interchange, it is also a half 
clover leaf with acceleration and deceleration lane issues for the on and off ramps.  See Figure 
4-17 below. 

o One possible solution to this awkward interchange is to eliminate it.  Existing routes 

provide parallel side street access to the Hennepin Avenue interchange a half mile north. 

 
Figure 4-17: TH 280 and Como Avenue Interchange Aerial View 

 

Source: Google Maps 

On the north end of the corridor is the Hennepin Avenue interchange.  This interchange was 
recently re-constructed with a standard diamond design with sufficient acceleration and 
deceleration ramps and merges.  
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4.4.6 Corridor 6: US-169 in Hennepin Co. 

Site Description 

US Highway 169, from 27th Avenue N at the north end to Minnesota TH 7 at the south end, is a 
four-lane divided Principal Arterial freeway with interchange and grade separated crossroads.  
The corridor is approximately 5.1 miles long.  Commercial and industrial zones are located along 
the route.  Interchanges with US 169 and major highways occur at Trunk Highway 55, I-394, and 
TH 7.  This corridor carries one of the highest traffic volumes in the metro area and is a site of 
major delay and accidents. 

Of note, US 169 has undergone several major construction projects in recent years, as well as 
attracted traffic volumes from I-494 and TH 100 construction projects, that has most likely 
impacted delay and accident patterns for this corridor. 

Geometric Constraints / Safety Issues 

Within this 5.1 mile long corridor, there are 7 full interchanges, one half interchange, and two 
at-grade right in/right out access points, averaging two interchange access points per mile.  The 
half interchange is at W 36th Street where there is only a SB off ramp and a NB on ramp.  The 
two major interchanges at Highway 55 and I-394 are clover leafs where merging lanes are 
combined and short.  They are approximately two-thirds of a mile from one another (see Figure 
4-18 below).  Between many of the exits, merge lanes continue into each other creating conflict 
points of delay and accidents. 

Figure 4-18: US-169 Interchanges at Highway 55, W 36th St, and I-394 Aerial View 

 

Source: Google Maps 

o Because there are so many entry and exit points onto US 169 within such a short 

distance, there is not much opportunity for traffic to get up to speed.  There are a greater 
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number of conflict points with merging in this corridor.  A more in depth traffic study 

could be initiated to investigate the possibility of eliminating several interchange access 

points. 

  

The two at-grade access points lead to residential side streets.  These exits are at W 16th 
Street/Independence Avenue and Jordan Avenue S/W 28th Street, both south of I-394.  The W 
16th Street/Independence Avenue access point is a site of many accidents. The Jordan Avenue 
S/W 28th Street exit is a delay site.  Both have very short on and off ramps, as well as acceleration 
and merge lanes.  The impact to trucks occurs when vehicles trying to get on or off the US 169 
mainline cannot get up or down to proper speed to safely merge and, in turn, cause accidents 
and delays to all traffic. 

 
o The W 16th Street/Independence Avenue exit (Figure 4-19) could possibly be eliminated 

to reduce accidents and delays. 

 
Figure 4-19: US-169 Interchange at W 16th St/Independence Ave Aerial View 

 

Source: Google Maps 

 
o The Jordan Avenue S/W 28th Street exit (Figure 4-20) could possibly be reconfigured 

through a major reconstruction to reduce delays. 
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Figure 4-20: US-169 Interchange at W 28th St/Jordan Ave Aerial View 

 

Source: Google Maps 

 

4.4.7 Corridor 7: Kasota Ave/Elm St in Minneapolis 

Site Description 

Elm Street/Kasota Avenue is a two-lane urban street bounded mainly by industrial warehouses 
and office and construction supply buildings. This signed truck route serves an important 
function as the only access corridor for a number of facilities involved in rail 
transportation/transloading and warehousing/distribution. On the Elm Street portion of the 
road, there are residential areas on the north side, however there is no access for them onto 
Elm.  Semi-truck traffic is above normal due to the warehouses, and the office building parking 
lots are at capacity daily and parking overflows into the street on the Kasota portion of the road.  
There are no traffic signals along the corridor, and there is a four-way stop sign at Elm Street 
and 17th Avenue. 

Geometric Constraints / Safety Issues 

Driveway turnout radii from the warehouses on the south side of Elm Street are potentially too 
small.  It was noted on the site drive that a semi had to turn onto EB Elm Street by extending 
out into oncoming traffic. 

 
o Although, data does not show long delays or accidents on Elm Street, this is a safety issue 

that can possibly be remedied with larger radii for the driveways, as well as possibly 

alleviating any delay. 
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There is an at-grade railroad crossing approximately 350 feet west of the SB interchange of TH 
280.  Trains at this crossing occurring during peak times of traffic coming to or leaving work are 
a potential source of delay and backup. 

The asphalt pavement on the Elm Street section is in marginal condition with transverse and 
longitudinal cracking. 

On street parking limits visibility of turning vehicles and is a safety concern. 

4.4.8 Corridor 8: County Road C in Roseville 

Site Description 

County Road C (CR C) is a four-lane Minor Arterial with a dividing median running most its 
length.  I-35W intersects CR C at approximately half-way, with commercial zoning on the east 
half and a mix of industrial and commercial zoning on the west half.  The western half receives 
significant fuel tanker traffic due to two petroleum plants, one on the north side and one on 
the south side of CR C, between Walnut Street and Long Lake Road.  

Geometric Constraints / Safety Issues 

The intersection of CR C and New Brighton Blvd is a skewed intersection.  The turn for WB CR C 
traffic to NB New Brighton is a sharp uphill merge with a very short acceleration lane.  There 
are backups in the afternoon when traffic volumes increase.  See Figure 4-21 below. 

 
o Currently, there is a yield sign for traffic turning from WB to NB.  There appears to be 

room to extend this acceleration lane to allow traffic to get up to speed.  Changing 

the sign from yield to merge could ease backups. 

Figure 4-21: County Rd C and New Brighton Rd Intersection Aerial View 

 

Source: Google Maps 
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There is an at-grade railroad crossing between Walnut Avenue and Long Lake Road 
approximately 1400 feet east of the entrance to the petroleum storage plant.  On each side of 
the road at the tracks, there is a pull off lane for trucks carrying hazardous materials, which are 
required to stop prior to crossing any railroad tracks.  The acceleration lanes of these pull offs 
in both directions are less than 175 feet long.  Due to the proximity to the petroleum plant, semi 
tanker truck traffic is higher than normal, and during times of heavier traffic volumes, semi 
tanker trucks have difficulty getting back into flowing traffic and will cause slowdowns.  See 
Figure 4-22 below. 

 
o Challenges to extending the acceleration lane along the north side include, relocating 

utility poles and a hydrant, and a retaining wall.  There is potential to extend the lane 

approximately 75 feet before meeting the retaining wall, however relocating the 

utilities may require property acquisition from the petroleum plant. 

 
o There does appear to be adequate right-of-way to extend the EB acceleration lane. 

Figure 4-22: County Rd C Rail Crossing Aerial View 

 

Source: Google Maps 

The exit of the petroleum plant for WB semi tanker trucks has no acceleration lane and is 
another point of backup during heavy volumes.  See Figure 4-23 below. 

 
o There are utility poles and a little used parking lot where an acceleration lane could 

be constructed. 
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Figure 4-23: County Rd C and Petroleum Plant Aerial View 

 

Source: Google Maps 

Due to railroad tracks to the south of CR C, the interchange of I-35W and CR C (Figure 4-24) has 
a unique geometry.  Vehicles entering NB I35W from EB CR C are required to take two left turns. 
First from CR C to Cleveland Avenue, then to the on ramp for NB I35W. The left turn lane on CR 
/ ƛǎ мслΩ ƭƻƴƎΦ .ŀŎƪǳǇǎ ƻƴ b. /ƭŜǾŜƭŀƴŘ !ǾŜƴǳŜ ƻŦǘŜƴ ǇǊŜǾŜƴǘ ǾŜƘƛŎƭŜǎ ŦǊƻƳ ǘǳǊƴƛƴƎ ƭŜŦǘ ŦǊƻƳ 
EB CR C. 

 
o Potential solutions include changes to signal timing or updates to interchange 

geometrics.  Existing buildings and elevation changes will pose challenges to updating 

geometrics.  

Figure 4-24: County Rd C and I-35 W Aerial View 

 

Source: Google Maps 
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4.4.9 Corridor 9: US 52 between I-94 and 145th Street E 

US-52 was one of the locations selected for demonstration corridor field visits. This site was 
selected because of its high importance to freight transportation as well as having been cited 
in industry interviews.   

Description of Corridor 

US Highway 52, from I-94 in St. Paul at the north end to Minnesota TH 42/145th Street E at the 
south end, is a four-lane divided highway with primarily interchange and grade separated 
crossroads, as well as several at-grade intersections and driveways in the southern half of the 
corridor.  The corridor is approximately 15.5 miles long.  Industrial zoning is located for 1.5 miles 
in the north half and for 2 miles in the south half.  The middle portion of the corridor is bounded 
by residential and commercial zones.  There are no traffic signals along the route and traffic is 
free-flowing.  Below is a summary of potential safety issues or constraints for truck traffic in the 
roadway corridor: 

Bridge Clearances 

There are a total of 14 bridges that cross over US 52 in this corridor.  Eleven of the bridges are 
interchange overpasses, and three are pedestrian bridges.  None of these bridges have posted 
bridge heights indicating restrictions. 

Bridge and Pavement Weight Limits 

There are twelve bridges that traffic flows over along the corridor.  None of them have posted 
weight limits.  There are also no posted weight limits for the pavement of the roadway. 

Turning Radii 

There are six at-grade intersections/driveways in the southern third of the route that enter/exit 
onto US 52, starting at Inver Grove Trail.  Two of them, including Inver Grove Trail, are private 
driveways to residences, a third one is abandoned, and the last is to an electrical substation.  It 
would not be expected for heavy truck traffic to use these turnouts, therefore turning radii are 
not a factor.  The other two at-grade intersections occur at TH 55 and 140th Street.  Their turning 
radii appear to be sufficient for trucks.   

Merge/Acceleration Lanes 

All of the interchanges merging onto US 52, both northbound and southbound (NB, SB) have 
long acceleration lanes. The six at-grade intersections/driveways described above in the 
previous section have no dedicated acceleration and merging lanes for turning traffic onto US 
52.  There does appear to be sufficient space to construct acceleration and merging lanes at 
them all. 
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4.4.10 Corridor 10: MN TH 13 between MN TH 169 and I-35W 

TH 13 was the second location selected for demonstration corridor site visits. Subsequent to 
the demo visit being carried out, it was discovered that this location is already the subject of a 
more detailed study carried out by MnDOT.13 

Description of Corridor 

Minnesota TH 13 from I-35W to Minnesota TH 169 is a four-lane divided highway with several 
overpass and at-grade cross streets, as well as several driveways on the north side that 
enter/exit TH 13 westbound (WB).  The highway is zoned by primarily industrial areas along the 
north side, and commercial areas along the south side.  Three of the at-grade intersections are 
signalized.  Below is a summary of potential safety issues or constraints for truck traffic of the 
roadway corridor: 

Bridge Clearances 

There are two bridge overpass crossings along the route, one at CR 5 and the other a railroad 
crossing approximately 665 feet east of Xenwood Avenue.  Neither bridge has posted heights 
of the bridge. 

Bridge and Pavement Weight Limits 

There are two bridges that traffic flows over, one over I-35W and one for the eastbound (EB) 
fly-over of TH 13 where it turns southbound (SB).  Neither bridge has posted weight limits.  
There are no known or posted weight limits for the pavement of the roadway. 

Grades 

There is a section of roadway approximately 1.25 miles long, starting approximately 1500 feet 
east of Washburn Avenue and ending at I-35W, where the grade is greater than 4 percent for 
EB traffic.  The rest of the highway section is less than 4 percent grade. 

Turning Radii 

There are two at-grade intersections where turning radii for trucks appear to be too small.  One 
is at the Washburn Avenue right turns (RT) onto TH 13, both EB and WB.  This intersection is 
signalized.  The other is at the RT from SB Yosemite Avenue onto TH 13 WB, which is an 
unsignalized intersection. 

Merge/Acceleration Lanes 

The at-grade intersections and driveways on TH 13 have short to no dedicated acceleration and 
merging lanes for all turning traffic onto TH 13 EB and WB.  Figure 4-25 below gives a summary 
of approximate merge lengths and whether there possibly is room to install them.  

 

                                                      

13 MnDOT, Hwy 13 Corridor Study: Savage, Burnsville 

http://www.dot.state.mn.us/metro/projects/hwy13study/
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Figure 4-25: Intersection Merge / Acceleration Lanes Summary 

Cross Street Type 
Merge Zones / 
Accel. Lanes 

Room for 
Acceleration Lanes? 

I-35W Interchange Ok - 

CR 5 Interchange Ok - 

Washburn Ave. At-Grade, Signalized No Yes 

Chowen Ave. At-Grade, Unsignalized No Yes 

Lynn Ave. At-Grade, Signalized 
мллΩ ². 

No EB 
Yes 

Sigan Containers D/W Driveway, North side молΩ Maybe 

Quentin Ave At-Grade, Signalized No Maybe 

Vernon Ave At-Grade, Unsignalized No No 

Yosemite/Xenwood Aves At-Grade, Unsignalized 
нолΩ ². 

нолΩ 9. 
Yes 

Dakota Ave At-Grade, Unsignalized 
оллΩ ². 

No EB 
Yes 

TH 13/101 Interchange 
Partial Interchange, 
Signalized 

Ok - 

Zinran Ave At-Grade, Unsignalized N/a N/a 

TH 101/169 Interchange Ok - 

 

 

 Truck Freight Mobility Toolkit 

Based on reviews of the freight delays and safety challenges facing the regional truck highway 
ŎƻǊǊƛŘƻǊǎΣ ǘƘŜǊŜ ŀǊŜ ƴƻ ΨǎƛƭǾŜǊ ōǳƭƭŜǘǎΩ ǘƘŀǘ Ŏƻƴǎƛǎǘ ƻŦ ƻƴŜ ƻǊ ǘǿƻ ǘŜŎƘƴƻƭƻƎȅ ŘŜǇƭƻȅƳŜƴǘǎ ǘƘŀǘ 
will eliminate both delays and all truck crashes.  There are, however, basic roadway design 
solutions combined with selected technologies that could have a positive impact.  One could 
argue that improved zoning in years past could have eliminated some of the challenges faced 
today.  One could also argue that increased rights of way should have been secured many years 
ago, allowing roadways to be widened today without encroaching on residences and 
commercial property.  Unfortunately, those arguments would be in vain.  The freight challenges 
facing the non-interstate Tier One corridors are not unusual and are being experienced all over 
the United States and abroad.  The solutions will require innovative and collaborative efforts by 
both public and private sectors.  The solutions required to reduce freight transport delays and 
the reduction of crashes will be many and varied.  There is no single solution that will work for 
every scenario. 

Several technology solutions are provided here that can be used within the study area of this 
report, in various locations, and can be considered in broader locations within the domain of 
the Metropolitan Council. The recommendations in this report should be considered as a 
ŎƻƭƭŜŎǘƛƻƴ ƻŦ ǎƻƭǳǘƛƻƴǎ ǘƘŀǘ Ŏŀƴ ōŜ ƭƛƪŜƴŜŘ ǘƻ ŀ ΨǘŜŎƘƴƻƭƻƎȅ ǘƻƻƭōƻȄΩΦ  ²ƘƛƭŜ ǘƘŜȅ Ƴŀȅ ōŜ 
appropriate for discrete locations within the Tier One corridors, they should be considered as 
potential solutions at any additional locations of interest to the TAG.  To be sure, it is not 
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intended that these solutions are identified exclusively for every congestion and safety 
challenge identified throughout the corridors studied for this report.  The selection of any 
ǇŀǊǘƛŎǳƭŀǊ ΨǘƻƻƭǎΩ ƛƴ ǘƘƛǎ ŎƻƭƭŜŎǘƛƻƴ ƻŦ ǘŜŎƘƴƻƭƻƎȅ ǎƻƭǳǘƛƻƴǎ ǿƛƭƭ ŘŜǇŜƴŘ ƎǊŜŀǘƭȅ ǳǇƻƴ ōǳŘƎŜǘŀǊȅ 
concerns, anticipated construction projects in the near future, political realities, economic 
trends in the region, etc.  There are several factors outside the purview of this report that should 
ōŜ ŎƻƴǎƛŘŜǊŜŘ ǿƘŜƴ ǇǊƻƎǊŀƳƳƛƴƎ ǘƘŜ ƴŜŎŜǎǎŀǊȅ ǎƻƭǳǘƛƻƴǎ ǘƻ ŀŘŘǊŜǎǎ ǘƘŜ ǊŜƎƛƻƴΩǎ ŎƻƴƎŜǎǘƛƻƴ 
and safety challenges.  However, the following technologies have been included in this report 
because of their success in addressing similar challenges across the United States and overseas. 

The technology solutions provided contain a description of the technology, the potential 
challenge that the technology can address, and a rough estimate of the cost of the technology.  
This is intended to introduce potential technology deployment solutions and is not intended to 
serve as a detailed technology planning and specifications description.   

4.5.1 Technology:  Virtual Weigh Site 

Description:  Virtual weigh 
sites (Figure 4-27) are a 
cost-effective substitute 
for permanent weigh 
stations on any road in a 
particular jurisdiction. A 
significant difference 
between the virtual weigh 
site and the fixed or 
unmanned weigh site is 
that the virtual weigh site 
has a nearly invisible 
footprint. That is to say that there is no exit ramp, there is no building, there is very little 
evidence that a virtual weigh site exists unless someone notices a loop detector in the roadway 
or a license plate camera mounted on a pole on the side 
of the roadway. Virtual weigh sites do not require 
commercial vehicles to stop, slow down, change lanes 
ƻǊ ŀƴȅ ƻǘƘŜǊ ōŜƘŀǾƛƻǊ ƴƻǘ ŎƻƴǎƛǎǘŜƴǘ ǿƛǘƘ ΨǊŜƎǳƭŀǊ 
ŘǊƛǾƛƴƎΩΦ 

The typical virtual weigh site system is designed to 
detect possible overweight vehicles on roadways. The 
system is designed to screen all commercial vehicles 
using the roadway and to categorize them as either 
ΨǇƻǘŜƴǘƛŀƭ ǾƛƻƭŀǘƻǊǎΩ ƻǊ Ψƴƻƴ-ǾƛƻƭŀǘƻǊǎΦΩ [ŀǿ 
enforcement personnel can then focus their attention 
on potential violators.  

Figure 4-26. Officers' Smartphone Access 
VWS Information 

Figure 4-27. VWS Roadside Technology 
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Virtual weigh systems are automated. WIM technology determines vehicle weights. Each truck 
ǘǊŀǾŜǊǎƛƴƎ ǘƘŜ ƻǳǘŦƛǘǘŜŘ ǊƻŀŘǿŀȅ ǿƛƭƭ ǘǊƛƎƎŜǊ ŎŀƳŜǊŀǎ ǘƻ ǘŀƪŜ ŀƴ ƛƳŀƎŜ ƻŦ ǘƘŜ ǘǊǳŎƪΩǎ ƭƛŎŜƴǎŜ 
plate. Optical character recognition (OCR) software will convert the license plate image into 
numbers which can be stored as data. Additionally, if the WIM sensor indicates the truck is 
overweight, an appropriately configured virtual weigh site can trigger a side view camera to 

capture a digital image of the overweight vehicle. 
The system will then marry these three pieces of data 
and send an image, via wireless communication, to 
the motor carrier enforcement computer located in 
a central office where it can be stored and can be 
accessed (via secure internet access) by an 
ŜƴŦƻǊŎŜƳŜƴǘ ƻŦŦƛŎŜǊΩǎ ƭŀǇǘƻǇ ŎƻƳǇǳǘŜǊ ŀǎ ǎŜŜƴ ƛƴ 
Figure 4-28 (or smartphoneς see Figure 4-26) at a 
roadside location. The image may consist of the 
digital photo of the vehicle superimposed with WIM 
data and the license plate number as seen in Figure 
4-29.  

Virtual weigh systems can have many configurations and also employ various types of 
technologies ŘŜǇŜƴŘƛƴƎ ǳǇƻƴ ǘƘŜ ƴŜŜŘǎ ŀƴŘ ōǳŘƎŜǘ ƻŦ ǘƘŜ ƧǳǊƛǎŘƛŎǘƛƻƴΩǎ ŎƻƳƳŜǊŎƛŀƭ ǾŜƘƛŎƭŜ 
enforcement program. Technologies can include: 

 

 

 

 

 

The data collected by these systems can 
provide speeds, vehicle weight, time of 
day, vehicle identification, motor carrier 
identification, vehicle height, vehicle 
length, indication of brake malfunction, 
status of motor carrier operating 
credentials, determination of stolen 
vehicle (license plates), support of Amber 
Alerts/Silver Alerts or criminal BOLO (be 
on the lookout) information.   

Figure 4-29. Sample VWS Data 

Weigh-in-Motion 

License Plate Reader 

Transponder Reader  

Optical Character Recognition (USDOT 
Number Reader) 

Container Character Recognition 

CCTV 

Height Detection System 

Three Dimensional Imaging 

Thermal Imaging 

Figure 4-28. Officers' Laptops Access VWS 
Information 


























































































